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CITY OF TILLAMOOK
1 & 1 EASTSIDE REDUCTION PROJECT

SEWER PIPELINE REHABILITATION - SHEET INDEX
SHEET NO DWGNO  |DESCRIPTION

o1 Go1 COVER SHEET

02 Go2 GENERAL NOTES AND LEGEND

3 | co JNDEX MAP & BID SCHEDULES

0 sCo1 SURVEY CONTROL PLAN

05 cot EVERGREEN DR, STA 45+76 - STA 49+00

08 coz EVERGREEN DR. STA 49+00 - STA 53+00

o7 co3 EVERGREEN DR. STA 53+00 - STA 57400

08 co4 EVERGREEN DR. STA 57+00 - STA 60+00

09 cos PINE AVE STA 180+00 - STA 183+50

10 co6 ALDER LN STA 187+00 - STA 180+50

1 co7 ALDER LN_ STA 190+50 - STA 192+50

12 cos ALDER LN_ STA 192+50 - STA 185+00

13 | cos ALDER LN STA 204+00 - STA 207+50

14 c1o ALDER LN. STA 200+00 - STA 204+0D

15 ci WALNUT LN, STA 154+00 - STA 151+00

16 c12 WALNUT LN, STA 151+00 - STA 147+50

18 c13 WALNUT LN, STA 143+50 - STA 147+50

17 cia WALNUT LN, STA 140+00 - STA 143+00

19 ci5 HAWTHORNE LN, STA 60+00 - STA 64+00

20 c16 HAWTHORNE LN. STA 64+00 - STA 66+00

21 c17 HAWTHORNE LN. STA 68+00 - STA 72+00

2 cis HAWTHORNE LN, STA 72+00 - STA 76+00

2 ci9 WILLIAMS AVE. STA 80+00 - STA 83+00

2 c20 WILLIAMS AVE STA 83+00 - STA 86+00

2 c21 SPRUCE AVE. STA 120+00 - STA 125+00

% c22 SPRUCE AVE. STA 125+00 - STA 130+00

27 c23 BEECH ST. STA 210+00 - STA 213+00

28 c24 BEECH ST STA 213+00 - STA 216+50

) c25 CYPRESS AVE. STA 220+00 - STA 223+00

) c26 CYPRESS AVE. STA 223+00 - STA 226+00

at ca7 DOGWOOD AVE. STA 230+00 - STA 233+00

2 c28 DOGWOOD AVE STA 233+00 - STA 236+00

33 D01 CITY STANDARD DETAILS

» D02 CITY STANDARD DETAILS

35 D03 CITY STANDARD DETAILS

% D04 EROSION CONTROL STANDARD DETAILS

WORK UNDER THIS CONTRACT WILL BE
FUNDED IN ITS ENTIRETY WITH FEDERAL GRANT
FUNDS FROM THE OREGON COMMUNITY
DEVELOPMENT BLOCK GRANT PROGRAM.

FINAL PLANS

TILLAMOOK, OREGON
CDBG PROJECT NO. P18004
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503 287 6825

www olak com

DIGITAL SIGNATURE

OREGON,, [

GTAMP

Cicy nl"l‘illumggL?

CONSULTANT

| & | EASTSIDE REDUCTION PROJECT

GENERAL SHEETS
CITY OF TILLAMOOK, TILLAMOOK COUNTY, OR

COVER SHEET

TITLE

L] DATE DESCRIPTION

REVIBIONS

HAVIBA
naTUM

THE L]
ANV 15Y ECRED

FiNAL
STATUS

DECEMOER &, 2010
OATE

]
PROZECT NUMBER

GO01

SHEET 01 OF 38
D20 OTAK INC

W them v by s 237 4 34°, 8 oas bes

‘edisanriatpod Scuke sccordngly



Plotted: Dec 05, 2019 - 1 41pm keithb ~ L:\Projecti1860011 8695ICADDVACAD\DwgiC 18695_GO1_G02 dwg  Layout Name: G02

10

"

GENERAL NOTES

ATTENTION CONTRACTORS: ORECON LAW REQUIRES YOU TO FOLLOW RULES ADOPTED BY THE OREGON UTIITY NOTIFICATION CENIER.
THOSE RULES ARE SET FORTH N OAR 952-001-0010 THROUGH DAR 952-001-0080. YOU MAY OBTAN COPIES OF THE RULES
BY CALLING THE CENTER. (NOTE: THE TELEPHONE NUMBER FOR THE OREGON UTILITY NOTIFICATION CENTER 1S (503) 232-1897
OR 1-800-332-2344). AT LEAST TWO (2) BUSINESS DAYS PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL NOTIFY THE
%ngupg{l;\égdggumrm CENTER OF THE DATE AMD LOCATION OF THE PROPOSED CONSTRUCTION, AND THE TYPE OF WORK

ALL EXISTING FACILITES TO BE MAINTANED IN-PLACE BY THE CONTRACTOR UNLESS OTHERWISE SHOWN OR DIRECTED. CONTRACTOR
TO LEAVE EXISTING FACILITIES IN AN EQUAL OR BETTER THAN ORIGINAL CONDITION AND TO THE SATISFACTION OF THE ENGINEER

IN ACCORDANCE WITH 0.R.5.290.140, IF THE CONTRACTOR FINDS IT NECESSARY TO INTERFERE WITH OR PAVE OVER ANY
ESTAGLISHED PUBLIC LAND SURVEY CORNER OR TS ACCESSORIES, WITHIN THE PROJECT LIMITS, THE CONTRACTOR SHALL NOTIFY
THE COUNTY SURVEYOR PRIOR TO DOING SO.

IN ACCORDANCE WITH OR.5.290.150, CONTRACTOR SHALL BE RESPONSIBLE FOR REPLACING ALL SURVEY MONUMENTS DISTURBED
OR DESTROYED DURING CONSTRUCTION. REPLACING THE SURVEY MONUMENTS SHALL BE DONE BY A REGISTERED LAND SURVEYOR
AT THE EXPENSE OF THE CONTRACTOR

EXISTING UTILITY LOCATIONS SHOWN {PLAN & PROFILE) ARE APPROXIMATE ONLY. NO PREOESIGN POTHOLING WAS DONE 10
ESTABLISH THESE LOCATIONS. CONTACT UTILITY COMPAMIES FOR PREMARKING. CONTRACTOR TO POTHOLE EXISTING UTILITES AT
CONNECTION & CROSSING LOCATIONS T0 VERIFY DEPTH, LOCATION & TYPE OF EXISTING WATER MAN, SEWER AN & STORM AN
PRIOR 10 GROEAING CONNECTION VATERILS. NOTIFY ENGINEER IMVEDWTELY IF EXISTING CONDITIONS VARY FROM THAT SHOWN.
NOTIFY ENGINEER 24 HOURS PRIOR TO POTHOLING

CONTRACTOR SHALL VERWY ALL CONDITIONS ON THE JOB SITE INCLUDING ALL DIMENSIONS, GRADES, ELEVATIONS, EXTENT AND
COMPATIBILITY TO THE EXISTING SITE CONDITIONS, AND WITH THE WORK DESCRIBED ON THE CONTRACT DRAWINGS. ANY
DISCAEPANCIES OR UNEXPLAINED CONDITIONS THAT ASFECT OR CHANGE THE WORK DESCRIBED IN THE CONTRACT DOCUMENTS
SHALL BE BROUGHT TO THE ENGNEER'S ATTENTION NMEDIATELY. CONTRACTOR SHALL MOT PROCEED WITH ANY OF THE WORK IN
THE AREA OF DISCREPANCIES UNTIL ALL SUCH DISCREPANCIES ARE RESOLVED, IF THE CONIRACTOR CHOOSES 10 DO 50, THEN 1T
IS UNDERSIOO0D THAT HE SHALL BE PROCEEDING AT HIS OWN RISK AND INCUR ALL COST, IF ANY, 1O RESOLVE THE ISSUE 10
THE SATISFACTION OF THE ENGINEER.

TFCHMICAL SPECIFICATIONS FOR CONSTRUCTION ARE TO FOLLOW THE CONTRACT SPECIICAIIONS AND THE MOST CURRENT EDITION
OF THE 1BC, UPC. OREGON STANDARD SPECIFICATIONS FOR CONSTRUCTION (ODOT/APWA) SHALL BE REFERENCED WHERE CONTRACT
SPECIFICATIONS DO NOT ADDRESS A SPECIFIC [IEM. SEE SPECIFICATIONS FOR CONSIRUCTION METHODS AND OTHER NOTES
PERTINENT TO THIS PROJECT.

UPON COMPLETION OF CONSTRUCTION OF THE PROJECT, CONTRACTOR TO SUBMIT RECORD DRAWINGS TO THE ENGINEER OR CITY.
THE PROMECT SHALL NOT BE CONSIDERED COMPLETE UNTIL RECORD DRAWINGS ARE ACCEPTED BY CITY.

GONIRAGIOR MAY ENGOUNIER_HGH GROUND-WAIER TABLE AT SITE LOCATION, HIGH GROUND-WATER IN COMBINATION Wilt BEACH
SAND SUBGRADE WILL CAUSE A “OUICK™ EFFECT, WHICH WILL RESULT I THE DESTAHILIZATON OF ADUACENT SOILS, UTLITIES AND
STRUCTURES. CONTRACTOR SHALL ANTICIPATE AND COCRDINATE ANY AND ALL DEWATERWG TECHNILS NECESSARY AND/OR
REQUIAED. 10 COMPLETE PROJECT AS SPECIFEED I THE TECHMICAL SPECIFICATIONS. CONTRACTOR SHALL BEAR ALL COSTS
PERTAINING TO DEWATERING EFFORTS

IEWOR
CONTRACTOR SHALL RESTORE ALL SURFACES TO MATCH EXISTING AND ADJACENT GRADES

ALL DESICN ELEVATIONS SHOWN SHALL BE CONSIDERED O BE FINISH SURFACE ELEVATIONS UNLESS OTHERWISE NOTED, ALL
SURFACES SHALL BE GRADED SMOOTH AND FREE OF IRREGULARITIES THAT COULD ACCUMULATE SURFACE WATER.

. THE CONTRACTOR SHALL HAVE A SUFFICIENT NUMBER OF COMPACTION TESTS PERFORMED TO MEET SPECIFICATION REQUIREMENTS

AT THE CONTRACTOR'S EXPENSE. TESTS SHALL BE PERFORMED BY A QUALIFIED TESTING AGENCY AND WRITTEN RESULTS SHALL BE
PROVIDED 10 THE ASPROPRIATE AGENCY. SHOULD COMPACTION REQUIREMENTS NOT BE MET, CONTRACTOR SHALL RECOMPACT AND
PAY ALL ADDITIONAL TESTING COSTS RELATED TO THE RECOMPACTION.

SIGNAGE

13,

CONTRACTOR SHALL ERECT AND MAINTAIN BARRICADES, WARNING SIGNS, TRAFFIC CONES PER ODOT REGUIREMENTS. ACCESS T0
EXISTING DRIVEWAYS AND BUSINESSES TO BE MAWNTAINED AT ALL TIMES., CONTRACTOR SHALL REPLACE AL SIGNS REMOVED DURING
CONSTRUCTION, CITY TO APPROVE INSTALLATION.

WATER
14, INSPECTION BY ENGINEER OR CITY REPRESENTATVE OF WATER SYSTEMS PRIOR TO BACKFILL SHALL BE REQUIRED.

15.
16.

20

a
21

22

23,

CONTRACTOR TO COORDINATE PLACEMENT OF WATER SERVICE METER WITH CITY PUBLIC WORKS.

WATERLINE FITTINGS MUST BE FULLY RESTRAINED BY THRUST BLOCKS AND APPROVED RESTRAINT SYSTEM UNLESS SPECIFICALLY
OTHERWISE INDICATED ON THESE DOCUMENTS.

. CONNECTION OF NEW WATER SERVICE TO EXISTING WAIN SHALL BE COORDINATED WITH CITY STAFF. ALL WATER MAN VALVES SHALL
NO_EXCEPTIONS LINLESS ALY

ONLY BE OPERATED BY CITY PERSONNEL. b THORIZED 1N WRITING BY CITY,

POTHOLE EXISTING WATER PIPES FOR CONNECTION OF NEW WATER SYSTEM. ALL INVERT ELEVATIONS, PIPE SIZES AND MATERIALS
ARE TO BE MEASURED BY CONTRACTOR PRIOR TO ORDERING ANY MATERIALS FOR THE WATER SYSIEM.

R & SEWER
. PDTHOLE EXISTING STORM AND SEWER PIPES FOR CONNECTION OF NEW SYSTEMS. ALL INVERT ELEVATIONS, PIPE SIZES AND

MATERIALS ARE TO BE MEASURED BY CONTRACTOR PRIOR TO ORDERING ANY MATERIALS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ADJUSTING ALL CATCH BASINS, CLEANOUTS, MANHOLES, VAULTS, ETC., THAT ARE
AFFECTED BY CONSTRUCTION AND/OR FILL TO FINISH GRADE. STORM DRAIN INLET STRUCTURES SHALL BE ADJUSTED SO WATER
FLOWS INTO THE STRUCTURE WITHOUT PONDING.

[DON
CONTRACTOR TO DEVELOP A CONSTRUCTION PHASING PLAN AND PROVIDE IT TO THE CITY AND ENGINEER PRIOR TO BEGINNING
aﬁnay:‘UCIIUN. PLAN SHALL INDICATE STAGES OF DEMOLITION AND DURATION OF OUTAGES. ALL OUTAGES ARE TO BE KEPT TO A

F il

THE CONTRACTOR SHALL DEVELOP AND SUBMIT A TRAFFIC CONTROL PLAN FOR REVIEW AND APPROVAL. THE TRAFFIC CONTROL
PLAN SHALL DETAIL INTERSECTIONS WITHIN THE PROJECT ZONE, IN ACCORDANCE WITH SECTION 00220 AND SECTION 00225 OF
THE PROJECT SPECIFICATIONS.

CITY NOSSE ORDINANCE 130.08 STATES THAT NOISE IS ACCEPTABLE FROM 7 AM TO & PM. CITY COUNCIL APPROVAL IS REQUIRED
IF NIGHT WORK IS INTENDED. THE CITY REQUIRES THREE WEEK'S NOTICE FOR APPROVAL

e COM e

e ) —— —— -SD— - -

VAR YR N B |

LEGEND

EXISTING PROPOSED
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CRAVEL RESTORATION

CONCRETE RESTORATION | e

LAWN RESTORATION

SURVEY NOTES

HARRATNVE:

THE PURPOSE OF THIS SURVEY IS TO PROVIDE THE CITY OF TLLAMOOK WITH A TOPOGRAPHIC MAP WITH EMPHASIS ON THE EXISTING
SANTARY SEWER LINE AND CORRESPONDING UTILITY CROSSINGS. SURVEY DATA WAS COLLEGTED VWA TERRESTRIAL METHODS AMD GPS
RIK OBSERVATIONS. FIELD TIES TO UTILITES ARE BASED ON PAINT MARKS OF UTILITY LOGATE ON CALL. TIES WERE MADE WITH
TRIMBLE SB TOTAL STADON TERRESTRIAL ORSERVATIONS BETWEEM THE DATES OF JULY 30-AUGUST 08, 2014.

THE UTILTY COMPANIES WHO PLACE THE PAINT MARKS DO NOT GUARANTEE THER SURFACE LOCATES TO BE FREE OF ERRORS OR
OMISSIONS, THEREFORE OTAK RESERVES THE SAME LIMITATIONS.

BASIS OF BEARING:

HE BASIS OF BEARING FOR THIS PROJECT IS GRID NORTH. THE HORIZONTAL DATUM 1S NADBJ{CORS 11) EPOCH 2010.00.
PROJECTED ONTD DREGON NORTH ZONE (3601) STATE PLANE (CRID) COORDINATES IN INTERNATIONAL FEET. BEARINGS SHOWN HERE
ON ARE GRID.

THE VERTICAL DATUM IS NAVDBB(GEOID 12), HOLDING NGS BENCH MARK "C 223" (PID: RD1010) PUBLISHED ORTHOMETRIC ELEVATION
OF 55.45'
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MAIN SANITARY SEWER LINE
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ABBREVIATIONS

= AMERICANS WITH DISABILITIES ACT
= AVENUE

= BURLINGTON NORTHERN SANTA FE
= BLOW OFF

= BOTTOM

= COMBINATION AR RELEASE VALVE
= CATCH BASIN

= CURED IN PLACE PIPE

= CENTERLINE

= CONCRETE

= CONNECTION

= CRUSHED SURFACING BASE COURSE
= DECIDUOUS

= DUCTILE JRON

= DUCTILE IRON PIPE

= DIAMETER AT BREAST HEIGHT

= DIAMETER

= EAST, EASTING

= ELEVATION

= EDGE OF GRAVEL

= EDGE OF PAVEMENT

= EXISTING

= FORCED AR
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= FLANGE
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UTILITY PROVIDERS

ONE CALL CENTER — CALL BEFORE YOU DIG!

800) 332-2344 EONE‘CJ\LI. CENTER)
877) 668—4001 (ADMINISTRATIVE)

JRON PIPE SIZE
LENGTH

LINEAR FEET

MAXIMUM

MANHOLE

MINIMUM

MECHANICAL JOINT
NORTH, NORTHING
NOT IN CONTRACT

ON CENTER

ORDINARY HIGH WATER
PLAIN END

POINT OF INTERSECTION
PLASTIC IRRIGATION PIPE
PIPELINE

PUMP STATION

POINT OF TANGENCY
POLYVINYL CHLORIDE
RADIUS

REQUIRED

RIGHT OF WAY
RAILROAD

SLOPE

SANITARY

STORM DRAIN
STANDARD DIMENSION RATIO
STATION

STORM

TOP BACK OF WALL
TYPICAL

VERTICAL

ATTENTION EXCAVATORS: OREGOM LAW REQUIRES COMPLIANCE WiTH OAR

857 -001-0010 THROUGH DAR 952-001-0090.

THESE RULES MAY BE

OBTAINED BY CALLING OREGON UTILITY NOTIFICATION CENTER, (503)

232-1987. CONTRACTOR MUST NOTIFY THE CEN
BEFORE, BUT NOT MORE THAN TEN (10} DAYS BEFORE

WORKING DAYS
COMMENCING EXCAVATION.

WATER /SEWER/STORM

TIM LYDA — PUBLIC WORKS DIRECTOR
210 LAUREL AVE.

TILLAMOOK, OREGON 97141

Esosg 374-1826 EOFFICE)

503) 8128802 (CELL)

ELECTRICITY
TILLAMOOK PEOPLE’S UTILITY DISTRICT

JAMES AMAN
1115 PACIFIC AVE, TILLAMOOK, OR 97141

(503) 842-2535 (OFFICE)

503) 815-8629 (ENGINEERING DIRECT)
BOO) 422-2535 (TOLL FREE)

(B0O) B42-2122 [EMERGENCY)
TELEPHONE

CENTURYLINK

SCOTT SCHIMINESKY
PACIFIC CITY, OR 97141
(503) 965-9918

CABLE TELEVISION
SPEC

TRUM
1014 PACIFIC AVE, TILLAMOOK, OR 97141
(855) 757-7328

TER AT LEAST TWO (2)

CALL 4B HOURS
BEFORE YOU DIG

1-800—-424-5555

o "lt's the Law”

Otak
71N

Otak, Inc.

808 SW Third Avenue, Ste. 300
Parlland, OR 97204

503 287.6825

www.olak com
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LOCATION

SHEETS

PIPE SIZE

BID
SCHEDULE

i O
|

c22

H=q==o

FVERGREEN DR. — NORTH| CO1-C04 10-INCH BASE BID
PINE AVE. C05 8—INCH ADD 1

WEST ALDER LN. C06-C10 8—INCH BASE BID
WALNUT LN, C11-C14 8—INCH BASE BID
HAWTHORNE LN C15-C18 8-INCH ADD 3
SOUTH WELAMS AVE- 1 ¢19-c20 8—INCH ADD 4
SPRUCE AVE. C21-C22 10-INCH ADD 2
BEECH ST. C23-C24 8- INCH ADD 5
CYPRESS ST, C25-C26 8- INCH ADD 6
DOGWOOD ST. C27-C28 8—INCH ADD 7
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OPEN CUT— SEWER PIPE REPLACEMENT

CIPP— SEWER PIPE REHABILITATION

EXISTING SEWER MANHOLE

el
SCALE IN FEET

CALL 4B HOURS

BEFORE YOU DIG

1-800—424-5555
X "It's the Law”

Otak
/1

Otak, Inc.

808 SW Third Avenue, Ste. 300
Porlland, OR 97204

503 287.6825

www olak com
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130+00.00 (SPRUCE ROAD)
T
E 7350769.25

B

124+76.42 (SPRUCE RDAD,
210+10.00 (BEECH STRE!

230+00.00 {DOGWOOD AVENUE

L3O
128+00

4.

R

2 3RD ST

126+00

|
APPLE AVE

MEADOW AVE

Pl 21344621 /'3‘
|45 212400 _\‘; |47 218300,

Pl 22346702
o 22000 N2A00.g

BEECH ST :2[4#00
12246247 (SPRUCE ROAD]
220+05.00 (CYPRESS AVENUE)

82+00
——t

a\ WILLIAMS AVE

EVERGREEN DRIVE
CONSTRUCTION CENTERLINE HORIZONTAL CONTROL SURVEY CONTROL
NUMBER BEGIN STATION LENGTH BEARING POINT § | NORTHING | EASTING | ELEVATION | DESCRIPTION
L 4547633 705.44' N2'38'25"E t | 669166.91 | 735073080 | 39.56 C—PKW
12 52+81.77 305.70" N2'49'29"E 2 | e6918206 | 735108372 | 39.85 C—PKW 50430.26 {EVERGREEN ORWE)
L13 55+87.47 342.79' NF09'28°E 3 | 669659.67 | 7351133.50 | 4249 | C-RPCotak E 7348253.22
4 | 669651.02 | 7350758.39 | 4121 | C-RPCotak 187+00.08 (W. ALDER
HAWTHORNE LANE 3RDST :
CONSTRUCTION CENTERLINE HORIZONTAL CONTROL 5 | Seasenj2 ] raviRae] I gl ot b
6 | 66927686 | 734897651 | 38.47 C-PKW 1 "
NUMBER BEGIN STATION =z
SENGTH BEARING 7 | 669301.65 | 734821576 | 3533 | C-RPCotak n < 18345000 (PINE AVENU
< i
L14 60+00.00 45.51" N52'50'31"E g
B | 66861566 | 7348211.82 | 28.02 C-PKW i = N .
us 60+45.51 359.39' SBE06"267E o leosusses | 7348196.41| 21.36 C_PKW 8 o 1834 -“‘m e
= P AT = L : o
ol 240600 401.41 SB'02'53°E 10 | 668017.60 | 7348964.83 | 27.19 C-PKW | 18040589 (PINE AVENUE) O3
L17 68+06.31 324.77' S8755'07"E 1 668295.75 | 7348948.81 | 27.50 C—PKW = § é
= &
12 | 668026.36 | 7349703.06 | 27.95 C—PKW q ® = 4499
WILLIAMS AVENUE g, 4548 £ 19643071 (W, ALDER LAN
CONSTRUCTION CENTERLINE HORIZONTAL. CONTROL 13 _[peesan g0 }ise0raasn S A7} L w PL 1944 u.ss-\ E 734898391
14 | 667826.49 | 7342879.56 | 19.10 C—PKW 188100
NUMBER BEGIN STATION LENGTH BEARING > sttt L) 192400155 "9\0us6 /" sosac0 7%'4[1%1}3 A 202400 -
15 | 668036.06 | 734234139 | 1655 C—PKW - . : ' + ; — : .
119 80+00.00 104.00" NZ0B'08"E I 52481.77 Pl 190+07.90 T L5 i _/ AT
16 | 667851.86 | 734472212 | 21.29 C-PK £ 501 o 6 Pl 203¢27:62
120 B1+04,00 486.17" NZO1"9"E == =] { |
17 | 667697.94 | 7345097.49 | 19.34 c—PK = :‘3"'3“” ALDER LAN
121 85+90. B '58" 1 LU ;s
17 7362 NIS058E 500 | 669398.43 | 735113123 | 4057 | C-SPKE =] £17349012.70
SPRUCE ROAD 501 | 669293.66 | 734B484.44 | 3784 C—PKW 8 3
CONSTRUCTION CENTERLINE HORIZONTAL CONTROL 502 | 66805177 | 734026814 | 2535 | C-PK %5 18040010, (PIE, AVENVE)
= A
NUMBER BEGIN STATION LENGTH BEARING g P
- ol 52+81.77 EN DRVE
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E 734928689
PINE AVENUE
CONSTRUCTION CENTERLINE HORZONTAL CONTROL
NUMBER BEGIN STATION LENGTH BEARING
140 180-+00.00 330.18" NZ'21'841"E
ALDER LANE
CONSTRUCTION CENTERLINE HORIZONTAL CONTROL
NUMBER BEGIN STATION LENGTH BEARING
L44 200+00.00 327.82' NBB'01°08"W
145 203+27.82 397.18° NBB'03'02°W
W. ALDER LLANE
CONSTRUCTION CENTERLINE HORIZONTAL CONTROL
NUMBER BEGIN STATION LENGTH BEARING
L54 187+34.58 273.32' SBT'58'59"E BEECH STREET
155 190+07.90 406,75’ SBE05'14"E CONSTRUCTION CENTERLINE HORIZONTAL CONTROL
156 194+14.65 85.07" SBT06'12°E NUMBER BEGIN STATION LENGTH BEARING
146 210+00.00 346.21" SBE5300°E
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CONSTRUCTION CENTERLINE HORIZONTAL CONTROL CONSTRUCTION CENTERLINE HORIZONTAL CONTROL
NUMBER BEGIN STATION LENGTH BEARING NUMBER BEGIN STATION LENGTH BEARING
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150 223+67.02 232.98' SBT43'55"E 152 233+25.70 274.30° S89°09'19"E
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1-800—-424-5555

*  "'s the Law"

+50.00 (BEECH STREET)

Otak
/1N

Otak, Inc.

B8 SW Third Avenue, Ste. 300
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503 287 6825
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SSMH-EV3A, EXIST.
STA 45+76.89, B.46R
=STA. 160+12,82 {MAPLE LN}

wWO

701 EVERGREEN DRVE

fiole]

40

607 EVERGREEN DRIVE

605 EVERGREEN DRVE 603 EVERGREEN DRVE

MATCHLINE STA. 49+00 SEE SHEET C02

601 EVERGREEN DRIVE 511 EVERGREEN DRVE

00076 FI/FT, 324 LF
10" PVC

10

SEMH-132

48" MANHOLE

STA. 45+76.33

RIM=28.30

[E=18.88 (10" PVC IN N)
[E=1885 (10" PVC OUT §)
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E
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GENERAL NOTES

SEE SURVEY CONTROL PLANS ("SC" SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

LOCATIONS OF LATERALS ARE APPROXIMATE AND
ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEOS

EROSION CONTROL
NOTES

0

2

24

INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

SEDIMENT FENCE PER STD DWG RD1040 ON
SHEET D04, NO FENCE ACROSS DRIVEWAY
APRONS,

@ KEY NOTES

REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 590 ON SHEET D02
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERIAL TYPE.

INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4° PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT-OF-~WAY LINE, PER COT STD
DWGS 520 AND 590 ON SHEET D02, INSTALL
SANITARY SEWER CLEANOUT AT RIGHT-OF—WAY LINE
PER DETAIL 500 ON SHEET D02 AND CONNECT TO
EXIST LATERAL

SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION. RESURFACE PER COT STD DWG
600 ON SHEET D02

RESURFACE DISTURBED LANDSCAPE AND/OR
HARDSCAPE FEATURES TO MATCH EXISTING
CONDITIONS. SEE COT STD DWG 580 ON SHEET D02
FOR LANDSCAPE BACKFILL REQUIREMENTS OUTSIDE
OF THE RIGHT-OF—WAY.

EXISTING UTILITY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION,
REPLACE EXISTING MANHOLE WITH NEW SANITARY
MANHOLE PER COT STD DWG 010 ON SHEET DO1.

T — A ——

CALL 48 HOURS

BEFORE YOU DIG
40 HORIZ

™ ™ s = s =] 1-B00-424-5555

10 VERT
*  "It's the Law”

Otak
/1N

Otak, Inc.

808 SW Third Avenue, Ste. 300
Portland, OR 97204

503 287 6825

www,otak com

[EXPRES: 1273172015

STAMP

City of Tillamaox ‘l\?

CONSULTANT

CITY OF TILLAMOOK, TILLAMOOK COUNTY, OR
EVERGREEN DR. STA 45+76 - STA 49+00

SANITARY SEWER PLAN AND PROFILE
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GENERAL NOTES

SEE SURVEY CONTROL PLANS ("SC" SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

LOCATIONS OF LATERALS ARE APPROXIMATE AND

ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEOS

EROSION CONTROL
NOTES

. e

INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

SEDIMENT FENCE PER STD DWG RD1040 ON
SHEET DO4. NO FENCE ACROSS DRIVEWAY
APRONS.

KEY NOTES

-le

24

REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 590 ON SHEET DO2.
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERIAL TYPE.

INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4™ PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT-OF-WAY LINE, PER COT STD
OWGS 520 AND 530 ON SHEET D02, INSTALL
SANITARY SEWER CLEANOUT AT RIGHT-QF -WAY LINE
PER DETAIL 500 ON SHEET DO2 AND CONNECT TO
EXIST LATERAL.

SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION. RESURFACE PER COT STD DWG
600 ON SHEET 002.

RESURFACE DISTURBED LANDSCAPE AND/OR
HARDSCAPE FEATURES TO MATCH EXISTING
CONDITIONS. SEE COT STD DWG 590 ON SHEET D02
FOR LANDSCAPE BACKFILL REQUIREMENTS OUTSIDE
OF THE RIGHT—OF —WAY.

EXISTING UTILITY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION

REPLACE EXISTING MANHOLE WITH NEW SANITARY
MANHOLE PER COT STD DWG 010 ON SHEET DO1.

CALL 48 HOURS
BEFORE YOU DIG

1-800—-424-5555

40 HORIZ

10 VERT o

s "It's the Law”

Otak
71N

Otak, Inc.

808 SW Third Avenue, Ste. 300
Poriland, OR 97204

503 287 6825

www.otak com

City ()f"l‘illunmgl.‘?

CONBULTANT

| & | EASTSIDE REDUCTION PROJECT

SANITARY SEWER PLAN AND PROFILE
EVERGREEN DR. STA 49+00 - STA 53+00

CITY OF TILLAMOOK, TILLAMOOK COUNTY, OR
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MATCHLINE STA. 53+00 SEE SHEET 02
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Otak
GENERAL NOTES A

1 SEE SURVEY CONTROL PLANS ("SC" SHEETS) FOR

DEFINITION OF CONSTRUCTION BASELINE Otak, Inc.
STATIONING AND VERTICAL CONTROL 808 SW Third Avenue, Ste. 300
2 LOCATIONS OF LATERALS ARE APPROXIMATE AND Porlland, OR 97204
ARE BASED ON MEASUREMENTS REPORTED IN TV 503 2876825
INSPECTION VIDEOS www.olak com

406 EVERGREEN DRIVE 404 EVERGREEN DRVE 402 EVERGREEN DRIVE 308 EVERGREEN DRNE

EROSION CONmOL DIGITA::{'S::TUFE
@ NOTES e

ur, W
INLET PROTECTION PER STD DWG RD1015 ON f oS
SHEET DO4 (EXPRES: 12/31/2018
SEDIMENT FENCE PER STD DWG RD1040 ON e
SHEET D04, NO FENCE ACROSS DRIVEWAY STAMP
APRONS

City of Tillamoc ‘F

@ KEY NOTES

2 REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 590 ON SHEET DO2.
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERIAL TYPE.

9 INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4" PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT-OF-WAY LINE, PER COT STD
DWGS 520 AND 590 ON SHEET D02, INSTALL
SANITARY SEWER CLEANOUT AT RIGHT-OF —WAY LINE
PER DETAIL 500 ON SHEET D02 AND CONNECT TO
EXIST LATERAL.

12 SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION. RESURFACE PER COT STD DWG
600 ON SHEET DOD2.

17 RESURFACE DISTURBED LANDSCAPE AND/OR
HARDSCAPE FEATURES TQ MATCH EXISTING
CONDITIONS. SEE COT STD DWG 590 ON SHEET D02
FOR LANDSCAPE BACKFILL REQUIREMENTS OUTSIDE
OF THE RIGHT—OF —WAY,

19 EXISTING UTILITY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION.

24 REPLACE EXISTING MANHOLE WITH NEW SANITARY
MANHOLE PER COT STD DWG 010 ON SHEET DO1.

CONSULTANT

MATCHLINE STA. 57+00 SEE SHEET C04

3402 ALDER LANE 407 EVERGREEN DRIVE 405 EVERGREEN DRVE 401 EVERGREEN DRNVE 311 EVERGREEN DRIVE 309 EVERGREEN DRNVE 307 EVERGREEN DRIVE

40 40
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| & | EASTSIDE REDUCTION PROJECT
EVERGREEN DR. STA 53+00 - STA 57+00

SANITARY SEWER PLAN AND PROFILE
CITY OF TILLAMOOK, TILLAMOOK COUNTY, OR
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MATCHLINE STA. 57400 SEE SHEET C03
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e S9400
——— — —
[~
5
G . -
305 EVERGREEN DRVE : g 3401 3RD STREET
69
50 50
SSMH-EVO
48" MANHOLE
STA. 59+14.21
RIM=40.56
1E=24.39 (8" PVC IN W)
! IE=36.16 (8" PVC IN N)
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GENERAL NOTES

1 SEE SURVEY CONTROL PLANS ("SC" SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

2 LOCATIONS OF LATERALS ARE APPROXIMATE AND
ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEOS

EROSION CONTROL
NOTES

INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

SEDIMENT FENCE PER STD DWG RD1040 ON
SHEET D04, NO FENCE ACROSS DRIVEWAY
APRONS.

e

@ KEY NOTES

2 REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 590 ON SHEET DO2.
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERIAL TYPE.

12 SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION. RESURFACE PER COT STD DWG
600 ON SHEET DO2.

19 EXISTING UTILITY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION

24 REPLACE EXISTING MANHOLE WITH NEW SANITARY
MANHOLE PER COT STD DWG 010 ON SHEET DO1.

I A B
CALL 48 HOURS
& 0 20 4D HORIZ BEFORE YOU DIG
P e e — N I
5 o - B T 1-800-424—5555
R ® s the Law”

Otak
/1

Otak, Inc.

808 SW Third Avenue, Ste. 300
Porlland, OR 87204

503.287. 6825

www.atak com

EXPIRES: 12/31/2018]

STAMP
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CONSULTANT

CITY OF TILLAMOOK, TILLAMOOK COUNTY, OR
EVERGREEN DR. STA 57+00 - STA 60+00

SANITARY SEWER PLAN AND PROFILE
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DATE DESCRIPTION
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PROALE

GENERAL NOTES

SEE SURVEY CONTROL PLANS ("SC” SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

LOCATIONS OF LATERALS ARE APPROXIMATE AND
ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEOS

EROSION CONTROL
NOTES

. -lo

—_—
INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

SEDIMENT FENCE PER STD DWG RD1040 ON
SHEET D04, NO FENCE ACROSS DRIVEWAY
APRONS

KEY NOTES

sle

N}
!c

REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 590 ON SHEET D02
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERIAL TYPE

CONNECT PIPE TO EX. MANHOLE USING KOR-N-SEAL
800T; VERIFY INVERT ELEVATION PRIOR TO
CONSTRUCTION. CORE AND RECHANNEL EXIST
MANHOLE BASE AS NECESSARY.

INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4" PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT-OF—WAY LINE, PER COT STD
DWGS 520 AND 590 ON SHEET D02. INSTALL
SANITARY SEWER CLEANOUT AT RIGHT-OF—WAY LINE
PER DETAIL 500 ON SHEET D02 AND CONNECT TO
EXIST LATERAL

INSTALL TEE AND CONNECT EX. SEWER LATERAL TO
REHABILITATED SEWER MAIN PER COT STD DWG 520
ON SHEET DO2.

SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION. RESURFACE PER COT STD DWG
600 ON SHEET D02,

RESURFACE DISTURBED LANDSCAPE AND/OR
HARDSCAPE FEATURES TO MATCH EXISTING
CONDITIONS, SEE CQOT STD DWG 590 ON SHEET D02
FOR LANDSCAPE BACKFILL REQUIREMENTS OUTSIDE
OF THE RIGHT~OF ~WAY,

EXISTING STRUCTURE TO REMAIN. CONTRACTOR TO
REMOVE, PROTECT, AND REPLACE STRUCTURE AS
REQUIRED FOR INSTALLATION OF SANITARY SEWER
IMPROVEMENTS

EXISTING UTILY TO REMAIN, CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION

CALL 48 HOURS
BEFORE YOU DIG

40 HORIZ
]

[Ers

1—-800-424-5555
"It's the Law”

10 VERT
ke

Otak
/1N

Otak, Inc.

808 SW Third Avenue, Ste. 300
Porlland, OR 97204

503 2B7.6825

www.olak com
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CONSULTANT

CITY OF TILLAMOOK, TILLAMOOK COUNTY, OR
PINE AVE. STA 180+00 - STA 183+50
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SEE SURVEY CONTROL PLANS ("SC" SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

7 LOCATIONS OF LATERALS ARE APPROXIMATE AND

ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEOS

EROSION CONTROL
NOTES

INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

SEDIMENT FENCE PER STD DWG RD1040 ON
SHEET DO4. NO FENCE ACROSS DRIVEWAY
APRONS,

KEY NOTES

REMOVE EXISTING CONCRETE PIPE AND REPLACE
WITH GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 580 ON SHEET DO02.
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERIAL TYPE.

5 CONNECT PIPE TO EX. MANHOLE USING
KOR—-N—SEAL BOOT; VERIFY INVERT ELEVATION
PRIOR TO CONSTRUCTION. CORE AND RECHANNEL
EXIST MANHOLE BASE AS NECESSARY.

9 INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4" PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT-OF-WAY LINE, PER COT STD
OWGS 520 AND 530 ON SHEET D02, INSTALL
SANITARY SEWER CLEANOUT AT RIGHT-OF-WAY LINE
PER DETAIL 500 ON SHEET D02 AND CONNECT TO
EXIST LATERAL

10 INSTALL TEE AND CONNECT EX. SEWER LATERAL TO
REHABILITATED SEWER MAIN PER COT STD DWG 520
ON SHEET DO2.

12 SAWCUT EXISTING ASPHALT PAVEMENT FOR
TRENCHING AND RESTORATION. RESURFACE PER COT
STD DWG 600 ON SHEET DO2

15 REMOVE AND REPLACE EXISTING CURB AND
SIDEWALK PER COT STD DWG 2110-ST ON SHEET
D03, LIMITS PER PLAN, REPLACE SIDEWALK IN
COMPLETE PANELS

19 EXISTING UTILITY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION

24 REPLACE EXISTING MANHOLE WITH NEW SANITARY
MANHOLE PER COT STD DWG 010 ON SHEET DOI.

27 REPLACE EXISTING CATCH BASIN PER DETAIL 300
ON SHEET DO1.

28 REPLACE EXISTING DRIVEWAY PER DETAIL 1040-ST
ON SHEET D03
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1-800-424-55556
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GENERAL NOTES

| SEE SURVEY CONTROL PLANS ("SC" SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

2 LOCATIONS OF LATERALS ARE APPROXIMATE AND
ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEQS

EROSION CONTROL
® NOTES

INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

SEDIMENT FENCE PER STD DWG RD1040 ON
SHEET D04. NO FENCE ACROSS DRIVEWAY
APRONS.

® KEY NOTES

2 REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 590 ON SHEET DO2.
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERIAL TYPE

9 INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4" PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT-OF—WAY LINE, PER COT STD
DWGS 520 AND 590 ON SHEET D02, INSTALL
SANITARY SEWER CLEANOUT AT RIGHT-OF-WAY LINE
PER DETAIL 500 ON SHEET D02 AND CONNECT TO
EXIST LATERAL

10 INSTALL TEE AND CONNECT EX. SEWER LATERAL TO
REHABILITATED SEWER MAIN PER COT STD DWG 520
ON SHEET D02

12 SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION. RESURFACE PER COT STD DWG
600 ON SHEET DO2.

15 REMOVE AND REPLACE EXISTING CURB AND SIDEWALK
PER COT STD DWG 2110-ST ON SHEET D03, LIMITS
PER PLAN. REFLACE SIDEWALK IN COMPLETE PANELS.

17 RESURFACE DISTURBED LANDSCAPE AND/OR
RARDSCAPE FEATURES TO MATCH EXISTING
CONDITIONS. SEE COT STD DWG 590 ON SHEET D02
FOR LANDSCAPE BACKFILL REQUIREMENTS OUTSIDE
OF THE RIGHT-OF—WAY.

19 EXISTING UTILITY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION

CALL 48 HOURS
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I R 1-800-424-5555
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2 REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION CONSULTANT
METHODS PER COT STD DWG 590 ON SHEET DO2.
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERIAL TYPE.

5  CONNECT PIPE TO EX. MANHOLE USING KOR-N—SEAL
B00T; VERIFY INVERT ELEVATION PRIOR TO
CONSTRUCTION. CORE AND RECHANNEL EXIST
MANHOLE BASE AS NECESSARY.

9 INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4" PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT-OF-WAY LINE, PER COT STD
” Gy SEWE N0 OWGS 520 AND 590 ON SHEET D02. INSTALL
1 “ 10 SANITARY SEWER CLEANQUT AT RIGHT-OF -WAY LINE
(i { 4 PER DETAIL 500 ON SHEET D02 AND CONNECT TO
¥ " -2l EXIST LATERAL.

12 SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION. RESURFACE PER COT STD DWG
502 LINDEN ORIVE 600 ON SHEET D02

501 LINDEN DRNE 15 REMOVE AND REPLACE EXISTING CURB AND SIDEWALK
PER COT STD DWG 2110-ST ON SHEET D03, LIMITS
PER PLAN. REPLACE SIDEWALK IN COMPLETE PANELS.

17 RESURFACE DISTURBED LANDSCAPE AND/OR
HARDSCAPE FEATURES TO MATCH EXISTING
CONDITIONS. SEE COT STD DWG 590 ON SHEET D02
FOR LANDSCAPE BACKFILL REQUIREMENTS OUTSIDE
OF THE RIGHT-OF —WAY.

18 EXISTING STRUCTURE TO REMAIN, CONTRACTOR TO
REMOVE, PROTECT, AND REPLACE STRUCTURE AS
REQUIRED FOR INSTALLATION OF SANITARY SEWER

. IMPROVEMENTS

19 EXISTING UTILITY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION.
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DEFINITION OF CONSTRUCTION BASELINE 808 SW Third Avenue, Ste. 300
STATIONING AND VERTICAL CONTROL Portland, OR 97204

503 287 6825
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SHEET DO4

SEDIMENT FENCE PER STD DWG RD1040 ON R
SHEET DO4. NO FENCE ACROSS DRIVEWAY
APRONS.
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ALDER LANE City of Tillamook §

KEY NOTES

REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION CONSULTANT
METHODS PER COT STD DWG 590 ON SHEET DO2.
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERIAL TYPE.

5  CONNECT PIPE TO EX, MANHOLE USING KOR—N-SEAL
BOOT; VERIFY INVERT ELEVATION PRIOR TO
CONSTRUCTION. CORE AND RECHANNEL EXIST
MANHOLE BASE AS NECESSARY.

9 INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4" PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT-OF-WAY LINE, PER COT STD
DWGS 520 AND 590 ON SHEET DO2. INSTALL
SANITARY SEWER CLEANOUT AT RIGHT—OF-WAY LINE
PER DETAIL 500 ON SHEET DO2 AND CONNECT TO
EXIST LATERAL

10 INSTALL TEE AND CONNECT EX. SEWER LATERAL TO
REHABILITATED SEWER MAIN PER COT STD DWG 520
ON SHEET D02,

12 SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
3701 ALDER LANE AND RESTORATION. RESURFACE PER COT STD DWG
600 ON SHEET DO2.
15 REMOVE AND REPLACE EXISTING CURB AND SIDEWALK
PER COT STD DWG 2110-ST ON SHEET DD3, LIMITS
PER PLAN. REPLACE SIDEWALK IN COMPLETE PANELS,

19 EXISTING UTILITY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION
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GENERAL NOTES

SEE SURVEY CONTROL PLANS ("SC" SHEETS) FOR
DEFINITION QF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL
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NOTES

0
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2

27

INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

SEDIMENT FENCE PER STD DWG RD1040 ON
SHEET D0O4. NO FENCE ACROSS DRIVEWAY
APRONS.

KEY NOTES

REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 590 ON SHEET D02.
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERIAL TYPE.

CONNECT PIPE TO EX. MANHOLE USING KOR-N-SEAL
BOOT; VERIFY INVERT ELEVATION PRIOR TO
CONSTRUCTION. CORE AND RECHANNEL EXIST
MANHOLE BASE AS NECESSARY.

INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4™ PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT-OF-WAY LINE, PER COT STD
OWGS 520 AND 590 ON SHEET D02, INSTALL
SANITARY SEWER CLEANOUT AT RIGHT-OF-WAY LINE
PER DETAIL 500 ON SHEET D02 AND CONNECT TO
EXIST LATERAL.

INSTALL TEE AND CONNECT EX. SEWER LATERAL TO
REHABILITATED SEWER MAIN PER COT STD DWG 520
ON SHEET D02,

SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION. RESURFACE PER COT STD DWG
600 ON SHEET D02

REMOVE AND REPLACE EXISTING CURB AND SIDEWALK
PER COT STD DWG 2110-ST ON SHEET D03, LIMITS
PER PLAN, REPLACE SIDEWALK IN COMPLETE PANELS

RESURFACE DISTURBED LANDSCAPE AND/OR
HARDSCAPE FEATURES TO MATCH EXISTING
CONDITIONS. SEE COT STD DWG 590 ON SHEET D02
FOR LANDSCAPE BACKFILL REQUIREMENTS OUTSIDE
OF THE RIGHT-OF —WAY.

EXISTING STRUCTURE TO REMAIN. CONTRACTOR TO
REMOVE, PROTECT, AND REPLACE STRUCTURE AS
REQUIRED FOR INSTALLATION OF SANITARY SEWER
IMPROVEMENTS,

EXISTING UTILITY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION.
REPLACE EXISTING CATCH BASIN PER DETAIL 30¢ ON
SHEET 001.
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2 REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION METHODS CONSULTANT
PER COT STD DWG 590 ON SHEET D02. SEE PROFILE
FOR PROPOSED PIPE SIZE AND MATERWAL TYPE.
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i ON SHEET D02
15 REMOVE AND REPLACE EXISTING CURB AND SIDEWALK
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MATCHLINE STA. 147+50 SEE SHEET C8

GENERAL NOTES

1 SEE SURVEY CONTROL PLANS {"SC” SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

2 LOCATIONS OF LATERALS ARE APPROXIMATE AND
ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEOS

EROSION CONTROL
NOTES

INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

e

® KEY NOTES

2 REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION METHODS
PER COT STD DWG 590 ON SHEET D02, SEE PROFILE
FOR PROPOSED PIPE SIZE AND MATERIAL TYPE.

5 CONNECT PIPE TO EX. MANHOLE USING KOR-N-SEAL
BOOT. VERIFY INVERT ELEVATION PRIOR TO
CONSTRUCTION. CORE AND RECHANNEL EXIST MANHOLE
BASE AS NECESSARY.

9 INSTALL TEE, REMOVE EXISTING LATERAL AND REPLACE
WITH 4" PVC PIPE FROM REHABILITATED SEWER MAIN
TO RIGHT-OF—WAY UNE, PER COT STD DWGS 520
AND 590 ON SHEET D02, INSTALL SANITARY SEWER
CLEANOUT AT RIGHT-OF-WAY LINE PER DETAIL 500 ON
SHEET DO2 AND CONNECT TO EXIST LATERAL

12 SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION. RESURFACE PER COT STD DWG 600
ON SHEET D02

15 REMOVE AND REPLACE EXISTING CURB AND SIDEWALK
PER COT STD DWG 2110-ST ON SHEET D03, LIMITS
PER PLAN. REPLACE SIDEWALK IN COMPLETE PANELS

19 EXISTING UTILITY TO REMAIN. CONTRACTOR TO PROTECT
AND SUPPORT DURING CONSTRUCTION.

CALL 48 HOURS

BEFORE YOU DIG

20 0 20 40 HORIZ
e ™ T ey —|
3 o 5 10 VERT 1-800—-424-5555
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Otak, Inc,
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GENERAL NOTES

3606 WALNUT LANE 3608 WALNUT LANE

SEE SURVEY CONTROL PLANS ("SC" SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

LOCATIONS OF LATERALS ARE APPROXIMATE AND

ARL BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEQS

EROSION CONTROL
NOTES

s

INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

KEY NOTES
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SCALE IN FEET

REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH

GRAVITY SEWER BY OPEN CUT CONSTRUCTION METHODS
PER COT STD DWG 590 ON SHEET DO2. SEE PROFILE
FOR PROPOSED PIPE SIZE AND MATERIAL TYPE

CONNECT PIPE TO EX. MANHOLE USING KOR-N—SEAL
BOOT; VERIFY WVERT ELEVATION PRIOR TO
CONSTRUCTION. CORE AND RECHANNEL EXIST MANHOLE
BASE AS NECESSARY.

INSTALL TEE, REMOVE EXISTING LATERAL AND REPLACE
WITH 4" PVC PIPE FROM REHABILITATED SEWER MAIN TO
RIGHT—OF—WAY LINE, PER COT STD DWGS 520 AND 590
ON SHEET DO2. INSTALL SANITARY SEWER CLEANOUT AT
RIGHT-OF—WAY LINE PER DETAIL 500 ON SHEET D02
AND CONNECT TO EXIST LATERAL

SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION. RESURFACE PER COT STD DWG 600
ON SHEET DOZ.

REMOVE AND REPLACE EXISTING CURB AND SIDEWALK
PER COT STD OWG 2110-ST ON SHEET DO3, LIMITS
PER PLAN. REPLACE SIDEWALK IN COMPLETE PANELS
EXISTING UTILITY TO REMAIN. CONTRACTOR TO PROTECT
AND SUPPORT DURING CONSTRUCTION,

REPLACE EXISTING MANHOLE WITH NEW SANITARY
MANHOLE PER COT STD DWG 010 ON SHEET DO1

CALL 48 HOURS

40 HORIZ BEFORE YOU DIG
10 VERT

ke

"It's the Law™

1-800—-424-5555
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B08 SW Third Avenue, Ste. 300
Portland, OR 97204

503 287 6825

www olak.com
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SCALE IN FEET

GENERAL NOTES

SEE SURVEY CONTROL PLANS ("SC™ SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

LOCATIONS OF LATERALS ARE APPROXIMATE AND

ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEOS

EROSION CONTROL
NOTES

e

®

———

2

24

INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

KEY NOTES

REMOVE EXISTING CONCRETE PIPE AND REPLACE
WITH GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 580 ON SHEET DO2.
SEE PROFILE FOR PROPOSED FIPE SIZE AND
MATERIAL TYPE

CONNECT PIPE TO EX, MANHOLE USING
KOR-N—SEAL BOOT; VERIFY INVERT ELEVATION
PRIOR TO CONSTRUCTION. CORE AND RECHANNEL
EXIST MANHOLE BASE AS NECESSARY.

INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4" PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT-OF-WAY LINE, PER COT STD
DWGS 520 AND 590 ON SHEET D02. INSTALL
SANITARY SEWER CLEANOUT AT RIGHT-OF-WAY LINE
PER DETAIL 500 ON SHEET 002 AND CONNECT TO
EXIST LATERAL

SAWCUT EXISTING ASPHALT PAVEMENT FOR
TRENCHING AND RESTORATION. RESURFACE PER COT
STD DWG 600 ON SHEET D02,

REMOVE AND REPLACE EXISTING CURB AND
SIDEWALK PER COT STD DWG 2110-ST ON SHEET
D03, UMITS PER PLAN. REPLACE SIDEWALK IN
COMPLETE PANELS.

EXISTING UTILITY TO REMAIN. GONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION.
REPLACE EXISTING MANHOLE WITH NEW SANITARY
MANHOLE PER COT STD DWG 010 ON SHEET DO1.

CALL 48 HOURS
BEFORE YOU DIG

1-800—-424-5555

"It's the Law”

40 HORIZ

10 VERT

Otak
71N

Otak, Inc.

808 SW Third Avenue, Ste_ 300
Portland, OR 97204

503287 6825

www otak com

[EXPiRES: 12/3177019)
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MATCHLINE STA. 64+00 SEE SHEET C16

GENERAL NOTES

1 SEE SURVEY CONTROL PLANS ("SC" SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

2 LOCATIONS OF LATERALS ARE APPROXIMATE AND
ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEOS

EROSION CONTROL
NOTES

e

INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

® KEY NOTES

2 REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 590 ON SHEET D02 SEE
PROFILE FOR PROPOSED PIPE SIZE AND MATERIAL
TYPE

9 INSTALL TEE, REMOVE EXISTING LATERAL AND REPLACE
WITH 4™ PVC PIPE FROM REHABILITATED SEWER MAIN
TO RIGHT—OF-WAY LINE, PER COT STD DWGS 520
AND 590 ON SHEET DO2. INSTALL SANITARY SEWER
CLEANQUT AT RIGHT-OF-WAY LINE PER DETAIL 500
ON SHEET D02 AND CONNECT TO EXIST LATERAL.

10 INSTALL TEE AND CONNECT EX. SEWER LATERAL TO
REHABILITATED SEWER MAIN PER COT STD DWG 520
ON SHEET D02

12 SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION. RESURFACE PER COT STD DWG 600
ON SHEET DD2.

15 REMOVE AND REPLACE EXISTING CURB AND SIDEWALK
PER COT STD DWG 2110-ST ON SHEET D03, LIMITS
PER PLAN. REPLACE SIDEWALK N COMPLETE PANELS.

17 RESURFACE DISTURBED LANDSCAPE AND/OR
HARDSCAPE FEATURES TO MATCH EXISTING CONDITIONS.
SEE COT STD DWG 590 ON SHEET D02 FOR
LANDSCAPE BACKFILL REQUIREMENTS OUTSIDE OF THE
RIGHT—OF —WAY.

19 EXISTING UTILITY TO REMAIN. CONTRACTOR TO PROTECT
AND SUPPORT DURING CONSTRUCTION

20 INSTALL BACKWATER VALVE UPSTREAM OF SANITARY
SEWER CLEANOUT.

26 RELOCATE EXISTING COMMUNICATION BOX.
COORDINATE WITH UTILITY PROVIDER.

29 INSTALL NEW SEWER MANHOLE OVER EXISTING
SEWERLINE PER COT STD DWG 010, SHEET DO1

30 INSTALL NEW DROP MANHOLE OVER EXISTING SEWER
LINE PER COT STD DWG 090, SHEET DO1

31 INSTALL 47 PVC PIPE FROM NEW MANHOLE TO
RIGHT-OF —WAY LINE, PER COT STD DWG 520 AND
590 ON SHEET DO2. INSTALL SANITARY SEWER
CLEANOUT AT RIGHT-OF-WAY LINE PER DETAL 500,
SHEET DO2Z AND CONNECT TO EXISTING LATERAL.

32 ABONDON EXISTING SEWER LINE IN PLACE. DRAIN
PIPE AND PLUG AIRTIGHT AT EACH MANHOLE

33 REMOVE 8" CONCRETE SEWER PIPE FROM STORM
DRAIN MANHOLE. PLUG AIRTIGHT AT KNOCKOUTS IN

MANHOLE.
CALL 48 HOURS
20 o - g — BEFORE YOU DIG
| 1-800-424-5555
5 ) 5 10 VERT
SCALE IN FEET s - "It's the Low”
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MATCHLINE STA. 68+00 SEE SHEET CI7

GENERAL NOTES

1 SEE SURVEY CONTROL PLANS ("SC" SHEETS) FOR
DEFINMION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

2 LOCATIONS OF LATERALS ARE APPROXIMATE AND
ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEOS

EROSION CONTROL
NOTES

INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

_|@

KEY NOTES

REMOVE EXISTING CONCRETE PIPE AND REPLACE
WITH GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 590 ON SHEET 002
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERWAL TYPE.

5  CONNECT PIPE TO EX. MANHOLE USING
KOR-N—SEAL BOOT; VERIFY INVERT ELEVATION PRIOR
TO CONSTRUCTION, CORE AND RECHANNEL EXIST
MANHOLE BASE AS NECESSARY.

9 INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4" PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT-OF-WAY LINE, PER COT STD
DWGS 520 AND 590 ON SHEET DOZ. INSTALL
SANITARY SEWER CLEANOUT AT RIGHT-OF-WAY LINE
PER DETAIL 500 ON SHEET D02 AND CONNECT TO
EXIST LATERAL

12 SAWCUT EXISTING ASPHALT PAVEMENT FOR
TRENCHING AND RESTORATION. RESURFACE PER COT
STD DWG 600 ON SHEET DO2

15 REMOVE AND REPLACE EXISTING CURB AND SIDEWALK
PER COT STD DWG 2110-ST ON SHEET DO3, LIMITS
PER PLAN, REPLACE SIDEWALK IN COMPLETE PANELS,

17 RESURFACE DISTURBED LANDSCAPE AND/OR
HARDSCAPE FEATURES TO MATCH EXISTING
CONDITIONS. SEE COT STD DWG 530 ON SHEET
D02 FOR LANDSCAPE BACKFILL REQUIREMENTS
OUTSIDE OF THE RIGHT-OF—WAY.

19 EXISTING UTILITY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION

26 RELOCATE EXISTING COMMUNICATION BOX.
COORDINATE WITH UTILITY PROVIDER.

e
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20 0 20 40} HORIZ
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GENERAL NOTES

1 SEE SURVEY CONTROL PLANS ("SC" SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

2 LOCATIONS OF LATERALS ARE APPROXIMATE AND
ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEOS

EROSION CONTROL
NOTES

INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

e

@ KEY NOTES

2 REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 580 ON SHEET D02
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERIAL TYPE.

5 CONNECT PIPE TO EX. MANHOLE USING KOR-N-SEAL
BOOT; VERIFY INVERT ELEVATION PRIOR TO
CONSTRUCTION. CORE AND RECHANNEL EXIST
MANHOLE BASE AS NECESSARY.

9 INSTALL TEE, REMOVE EXISTING LATERAL AND REPLACE
WITH 4" PVC PIPE FROM REHABILITATED SEWER MAIN
TO RIGHT-OF-WAY LINE, PER COT STD DWGS 520
AND 580 ON SHEET DO2. INSTALL SANITARY SEWER
CLEANOUT AT RIGHT—OF—WAY LINE PER DETAIL 500
ON SHEET DO2 AND CONNECT TO EXIST LATERAL

12 SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION. RESURFACE PER COT STD DWG
600 ON SHEET D02

15 REMOVE AND REPLACE EXISTING CURB AND SIDEWALK
PER COT STD DWG 2110-ST ON SHEET D03, LIMITS
PER PLAN. REPLACE SIDEWALK IN COMPLETE PANELS

17 REMOVE AND REPLACE EXISTING CURB AND SIDEWALK
PER COT STD DWG 2110-ST ON SHEET D03, LIMITS
PER PLAN, REPLACE SIDEWALK IN COMPLETE PANELS

19 EXISTING UTILITY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION

20 INSTALL BACKWATER VALVE UPSTREAM OF SANITARY
SEWER CLEANOUT.

25 RELOCATE WATER LATERAL AND SERVICE METER PER
COT STD DWG 007-WA

CALL 48 HOURS
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'|

o
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GENERAL NOTES _

1 SEE SURVEY CONTROL PLANS ("SC" SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

2 LOCATIONS OF LATERALS ARE APPROXIMATE AND
ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEOS

EROSION CONTROL
® NOTES

INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

® KEY NOTE:

—_— —

2 REMOVE EXISTING CONCRETE PIPE AND REPLACE
WTH GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 590 ON SHEET DO2.
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERIAL TYPE.

5 CONNECT PIPE TO EX. MANHOLE USING
KOR-N—SEAL BOOT; VERIFY INVERT ELEVATION PRIOR
TO CONSTRUCTION. CORE AND RECHANNEL EXIST
MANHOLE BASE AS NECESSARY.

9 INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4" PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT—OF-WAY LINE, PER COT STD
DWGS 520 AND 590 ON SHEET D02. INSTALL
SANITARY SEWER CLEANOUT AT RIGHT-OF-WAY LINE
PER DETAIL 500 ON SHEET D02 AND CONNECT TO
EXIST LATERAL

12 SAWCUT EXISTING ASPHALT PAVEMENT FOR
TRENCHING AND RESTORATION. RESURFACE PER COT
STD DWG 600 ON SHEET DOZ.

15 REMOVE AND REPLACE EXISTING CURB AND
SIDEWALK PER COT STD DWG 2110-ST ON SHEET
D03, LMITS PER PLAN. REPLACE SIDEWALK IN
COMPLETE PANELS.

17 RESURFACE DISTURBED LANDSCAPE AND/OR
HARDSCAPE FEATURES TO MATCH EXISTING
CONDITIONS. SEE COT STD DWG 590 ON SHEET D02
FOR LANDSCAPE BACKFILL REQUIREMENTS OUTSIDE
OF THE RIGHT—OF -WAY.

19 EXISTING UTILITY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION

20 INSTALL BACKWATER VALVE UPSTREAM OF SANITARY
SEWER CLEANOUT

25 RELOCATE WATER LATERAL AND SERVICE METER PER
COT STD DWG 007-WA,

26 RELOCATE EXISTING COMMUNICATION BOX
COORDINATE WITH UTILDY PROVIDER

CALL 48 HOURS
BEFORE YOU DIG

20 [ 20 40 HORIZ

P ™ ™ —

: » 2 - 1-800-424-5555
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GENERAL NOTES

1 SEE SURVEY CONTROL PLANS ("SC™ SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

Z  LOCATIONS OF LATERALS ARE APPROXIMATE AND
ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEOS

EROSION CONTROL
NOTES

S

INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

® KEY NOTES

S5 CONNECT PIPE TO EX. MANHOLE USING KOR-N-SEAL
BOOT; VERIFY INVERT ELEVATION PRIOR TO
CONSTRUCTION. CORE AND RECHANNEL EXIST
MANHOLE BASE AS NECESSARY.

7 REHABILITATE EXIST PIPE BY CIPP

9 INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4" PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT-OF-WAY LINE, PER COT STD
DWGS 520 AND 590 ON SHEET DO02. INSTALL
SANITARY SEWER CLEANOUT AT RIGHT—OF-WAY LINE
PER DETAIL 500 ON SHEET D02 AND CONNECT TO
EXIST LATERAL

12 SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION. RESURFACE PER COT STD DWG
600 ON SHEET D02

14 AFTER MAINLINE CIPP WORK IS ACCEPTED,
RECONNECT SERVICE LINE AND INSTALL
CURED—IN-PLACE LATERAL LINER ASSEMBLY. LINER
ASSEMBLY SHALL EXTEND 3FT MIN. INTO LATERAL
EXISTING LATERAL SIZE AND MATERIAL TYPE SHALL BE
VERIFIED BY VIDEO INSPECTION PRIOR TO CIPP WORK

17 RESURFACE DISTURBED LANDSCAPE AND/OR
HARDSCAPE FEATURES TO MATCH EXISTING
CONDITIONS, SEE COT STD DWG 590 ON SHEET D02
FOR LANDSCAPE BACKFILL REQUIREMENTS OUTSIDE
OF THE RIGHT-OF -WAY.

19 EXISTING UTILITY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION.

_—
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GENERAL NOTES

SEE SURVEY CONTROL PLANS ("SC” SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

LOCATIONS OF LATERALS ARE APPROXIMATE AND
ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEQS

EROSION CONTROL

® NOTES

——

1

INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

@ KEY NOTES

7
8

9

REHABILITATE EXIST PIPE BY CIPP

EXISTING LATERAL IS CAPPED AND SHALL NOT BE
RECONNECTED TO REHABILITATED SEWER MAIN
INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4" PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT—OF—WAY LINE, PER COT STD
DWGS 520 AND 590 ON SHEET D02, INSTALL
SANITARY SEWER CLEANQUT AT RIGHT—OF—WAY LINE
PER DETAIL 500 ON SHEET DO2 AND CONNECT TQ
EXIST LATERAL.

SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION, RESURFACE PER COT STD DWG
600 ON SHEET DO02.

AFTER MAINLINE CIPP WORK IS ACCEPTED,
RECONNECT SERVICE LINE AND INSTALL
CURED-IN-PLACE LATERAL UINER ASSEMBLY. LINER
ASSEMBLY SHALL EXTEND 3FT MIN. INTO LATERAL
EXISTING LATERAL SIZE AND MATERIAL TYPE SHALL BE
VERIFIED BY VIDEO INSPECTION PRIOR TO CIPP WORK

RESURFACE DISTURBED LANDSCAPE AND/OR
HARDSCAPE FEATURES TO MATCH EXISTING
CONDITIONS. SEE COT STD DWG 590 ON SHEET D02
FOR LANDSCAPE BACKFILL REQUIREMENTS OUTSIDE
OF THE RIGHT—-OF —WAY.

EXISTING STRUCTURE TO REMAIN. CONTRACTOR TO
REMOVE, PROTECT, AND REPLACE STRUCTURE AS
REQUIRED FOR INSTALLATION OF SANITARY SEWER
IMPROVEMENTS

EXISTING UTILITY 7O REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION

CALL 48 HOURS
40 HORIZ BEFORE YOU DIG

™ s e = e =]
- 1-800-424-5555
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GENERAL NOTES

1 SEE SURVEY CONTROL PLANS ("SC" SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

¥ LOCATIONS OF LATERALS ARE APPROXIMATE AND
ARE BASED ON MEASUREMENTS REPORTED IN TV
iINSPECTION VIDEQS

KEY NOTES

e

REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH

MATCHLINE STA. 125100 SEE SHEET C22
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i v | SANITARY SEWER CLEANOUT AT RIGHT-OF —WAY LINE
1 % Y PER DETAIL 500 ON SHEET DO2 AND CONNECT TO
} i o EXIST LATERAL
23 SCE‘\";‘E% A 12 SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
! AND RESTORATION. RESURFACE PER COT STD DWG
[ 600 ON SHEET D02,
\ ] 17 RESURFACE DISTURBED LANDSCAPE AND,/OR
/ } HARDSCAPE FEATURES TO MATCH EXISTING
S T i IR CONDITIONS, SEE COT STD DWG 590 ON SHEET D02
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GENERAL NOTES

®

24

SEE SURVEY CONTROL PLANS ("SC" SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

LOCATIONS OF LATERALS ARE APPROXIMATE AND
ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEOS

KEY NOTES

REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 590 ON SHEET D02.
SEE PROFILE FOR PROFQSED PIPE SIZE AND
MATERMWL TYPE.

INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4" PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT-OF-WAY LINE, PER COT STD
DWGS 520 AND 590 ON SHEET DO2. INSTALL
SANITARY SEWER CLEANOUT AT RIGHT—OF -WAY LINE
PER DETAIL 500 ON SHEET D02 AND CONNECT TO
EXIST LATERAL.

SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION, RESURFACE PER COT STD DWG
600 ON SHEET D02.

RESURFACE DISTURBED LANDSCAPE AND/OR
HARDSCAPE FEATURES TO MATCH EXISTING
CONDITIONS. SEE COT STD DWG 590 ON SHEET D02
FOR LANDSCAPE BACKFILL REQUIREMENTS OUTSIDE
OF THE RIGHT-OF ~WAY.

REPLACE EXISTING MANHOLE WITH NEW SANITARY
MANHOLE PER COT STD DWG 010 ON SHEET DO1

CALL 48 HOURS
BEFORE YOU DIG

1-800-424-5555
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GENERAL NOTES

1 SEE SURVEY CONTROL PLANS ("SC" SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

?  LOCATIONS OF LATERALS ARE APPROXIMATE AND
ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEOS

EROSION CONTROL
® NOTES
2

INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

SEDIMENT FENCE PER STD DWG RD1040 ON
SHEET D04 NO FENCE ACROSS DRIVEWAY
APRONS,

@ KEY NOTES

2 REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 590 ON SHEET DO2.
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERIAL TYPE

9 INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4" PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT-OF-WAY LINE, PER COT STD
DWGS 520 AND 590 ON SHEET D02. INSTALL
SANITARY SEWER CLEANOUT AT RIGHT-OF-WAY LINE
PER DETAIL 500 ON SHEET D02 AND CONNECT TO
EXIST LATERAL.

10 INSTALL TEE AND CONNECT EX. SEWER LATERAL TO
REHABILITATED SEWER MAIN PER COT STD DWG 520
ON SHEET D02

12 SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION. RESURFACE PER COT STD DWG
600 ON SHEET D02

17 RESURFACE DISTURBED LANDSCAPE AND/OR
HARDSCAPE FEATURES TO MATCH EXISTING
CONDITIONS. SEE COT STD DWG 590 ON SHEET D02
FOR LANDSCAPE BACKFILL REQUIREMENTS OUTSIDE
OF THE RIGHT-OF-WAY,

19 EXISTING UTILITY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION.

24 REPLACE EXISTING MANHOLE WITH NEW SANITARY
MANHOLE PER COT STD DWG 010 ON SHEET DO1

CALL 48 HOURS
BEFORE YOU DIG

1-800—-424-5555
"It's the Law"”
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e
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GENERAL NOTES

SEE SURVEY CONTROL PLANS ("SC" SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

LOCATIONS OF LATERALS ARE APPROXIMATE AND

ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIiDEOS

EROSION CONTROL
NOTES

. e

INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

SEDIMENT FENCE PER STD DWG RD1040 ON
SHEET DO4. NO FENCE ACROSS ORIVEWAY
APRONS,

KEY NOTES

-le

REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 590 ON SHEET D02
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERIAL TYPE.

CONNECT PIPE TO EX. MANHOLE USING KOR-N-SEAL
B00T; VERIFY INVERT ELEVATION PRICR TO
CONSTRUCTION, CORE AND RECHANNEL EXIST
MANHOLE BASE AS NECESSARY

INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4" PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT-OF-WAY LINE, PER COT STD
OWGS 520 AND 590 ON SHEET D0Z. INSTALL
SANITARY SEWER CLEANOUT AT RIGHT-OF—WAY LINE
PER DETAIL 500 ON SHEET D02 AND CONNECT TO
EXIST LATERAL.

INSTALL TEE AND CONNECT EX. SEWER LATERAL TOQ
REHABILITATED SEWER MAIN PER COT STD DWG 520
ON SHEET D02

SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION, RESURFACE PER COT STD DWG
600 ON SHEET D02,

RESURFACE DISTURBED LANDSCAPE AND/OR
HARDSCAPE FEATURES TO MATCH EXISTING
CONDITIONS. SEE COT STD DWG 590 ON SHEET D02
FOR LANDSCAPE BACKFILL REQUIREMENTS OUTSIDE
OF THE RIGHT—OF —WAY.

EXISTING STRUCTURE TO REMAIN. CONTRACTOR TO
REMOVE, PROTECT, AND REPLACE STRUCTURE AS
REQUIRED FOR INSTALLATION OF SANITARY SEWER
IMPROVEMENTS.

EXISTING UTILITY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION

CALL 48 HOURS
BEFORE YOU DIG

1-800—-424-5555
"It's the Law"

40 HOR1Z

10 VERT
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CONTINUED ON SEE SHEET C22
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GENERAL NOTES

1 SEE SURVEY CONTROL PLANS ("SC" SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

7 LOCATIONS OF LATERALS ARE APPROXIMATE AND
ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEOS

EROSION CONTROL
@ NOTES

SHEET D04, NO FENCE ACROSS DRIVEWAY
APRONS,

®© KEY NOTES

2 REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 580 ON SHEET DOZ.
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERIAL TYPE.

9 INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4" PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT-QF-WAY LINE, PER COT STD
DWGS 520 AND 590 ON SHEET DO02. INSTALL
SANITARY SEWER CLEANOUT AT RIGHT-OF—WAY LINE
PER DETAIL 500 ON SHEET D02 AND CONNECT TO
EXIST LATERAL.

12 SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION. RESURFACE PER COT STD DWG
600 ON SHEET DO02.

17 RESURFACE DISTURBED LANDSCAPE AND/OR
HARDSCAPE FEATURES TO MATCH EXISTING
CONDITIONS. SEE COT STD DWG 590 ON SHEET D02
FOR LANDSCAPE BACKFILL REQUIREMENTS QUTSIDE
OF THE RIGHT--OF -WAY.

19 EXISTING UTILITY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION

24 REPLACE EXISTING MANHOLE WITH NEW SANITARY
MANHOLE PER COT STD DWG 010 ON SHEET DO1.

CALL 48 HOURS

5 (-]
SCALE IN FEET

]

40 HORIZ BEFORE YOU DIG

1

5 VERT 1-B00-424—-5555
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MATCHLINE STA. 223+00 SEE SHEET C25
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PROFLE

GENERAL NOTES

1 SEE SURVEY CONTROL PLANS {"SC" SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

2 LOCATIONS OF LATERALS ARE APPROXIMATE AND
ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEOS

EROSION CONTROL
@ NOTES

1 INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

@ KEY NOTES

2 REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 590 ON SHEET DO2.
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERIAL TYPE

5 CONNECT PIPE TO EX. MANHOLE USING KOR-N-SEAL
BOOT; VERIFY INVERT ELEVATION PRIOR TO
CONSTRUCTION. CORE AND RECHANNEL EXIST
MANHOLE BASE AS NECESSARY.

9 INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4" PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT—OF-WAY LINE, PER COT STD
DWGS 520 AND 590 ON SHEET D02, INSTALL
SANITARY SEWER CLEANOUT AT RIGHT-OF-WAY LINE
PER DETAIL 500 ON SHEET DO2 AND CONNECT TO
EXIST LATERAL.

10 INSTALL TEE AND CONNECT EX. SEWER LATERAL TO
REHABILITATED SEWER MAIN PER COT STD DWG 520
ON SHEET D02

12 SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION, RESURFACE PER COT STD DWG
600 ON SHEET D02.

17 RESURFACE DISTURBED LANDSCAPE AND/OR
HARDSCAPE FEATURES TO MATCH EXISTING
CONDITIONS. SEE COT STD DWG 590 ON SHEET D02
FOR LANDSCAPE BACKFILL REQUIREMENTS QUTSIDE
OF THE RIGHT-OF —WAY.

18 EXISTING STRUCTURE TO REMAIN, CONTRACTOR TO
REMOVE, PROTECT, AND REPLACE STRUCTURE AS
REQUIRED FOR INSTALLATION OF SANITARY SEWER
IMPROVEMENTS,

19 EXISTING UTILTY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION,

CALL 48 HOURS
BEFORE YOU DIG

1-800-424-5555

"It's the Law”
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MATCHLINE STA. 233+00 SEE SHEET C28

GENERAL NOTES

®

2

24

SEE SURVEY CONTROL PLANS ("SC" SHEETS) FOR
DEFINITION OF CONSTRUCTION BASELINE
STATIONING AND VERTICAL CONTROL

LOCATIONS OF LATERALS ARE APPROXIMATE AND
ARE BASED ON MEASUREMENTS REPORTED IN TV
INSPECTION VIDEQS

KEY NOTES

REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
GRAVITY SEWER BY OPEN CUT CONSTRUCTION
METHODS PER COT STD DWG 580 ON SHEET DO2.
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERIAL TYPE

INSTALL TEE, REMOVE EXISTING LATERAL AND
REPLACE WITH 4" PVC PIPE FROM REHABILITATED
SEWER MAIN TO RIGHT-OF—WAY LINE, PER COT STD
DWGS 520 AND 530 ON SHEET DOZ. INSTALL
SANITARY SEWER CLEANOUT AT RIGHT—OF -WAY LINE
PER DETAIL 500 ON SHEET D02 AND CONNECT TO
EXIST LATERAL.

INSTALL TEE AND CONNECT EX. SEWER LATERAL TO
REHABILITATED SEWER MAIN PER COT STD DWG 520
ON SHEET D02

SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION. RESURFACE PER COT STD DWG
600 ON SHEET DO2.

RESURFACE DISTURBED LANDSCAPE AND/OR
HARDSCAPE FEATURES TO MATCH EXISTING
CONDITIONS. SEE COT STD DWG 590 ON SHEET D02
FOR LANDSCAPE BACKFILL REQUIREMENTS OUTSIDE
OF THE RIGHT-OF-WAY.,

EXISTING UTILITY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION
REPLACE EXISTING MANHOLE WITH NEW SANITARY
MANHOLE PER COT STD DWG 010 ON SHEET DO1.

CALL 48 HOURS
40 HORIZ BEFORE YOU DIG

5 o 5
SCALE IN FEET
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GENERAL NOTES AN
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| SEE SURVEY CONTROL PLANS ('SC” SHEETS) FOR Otak, Inc.

DEFINITION OF CONSTRUCTION BASELINE 808 SW Third Avenue, Ste. 300

STATIONING AND VERTICAL CONTROL Portland, OR 97204

609 MEADOW AVE 7 LOCATIONS OF LATERALS ARE APPROXIMATE AND 503,.287, 6325

4206 DOGWOOD AVE ' ARE BASED ON MEASUREMENTS REPORTED IN TV wwiwiotak,com

37.12 4204 DOGWOOD AVE INSPECTION VIDEOS

MEADOW AVE

EROSION CONTROL
® NOTES

INLET PROTECTION PER STD DWG RD1015 ON
SHEET D04

EX. 8" CONC. @
SEWER

(e rga o
4208 DOGWOOD AVE City of l]llanmqlfﬁ

® KEY NOTES

T ————
e — [ 2 REMOVE EXISTING CONCRETE PIPE AND REPLACE WITH
. GRAVITY SEWER BY OPEN CUT CONSTRUCTION CONSULTANT
/ METHODS PER COT STD DWG 590 ON SHEET DO2.
SEE PROFILE FOR PROPOSED PIPE SIZE AND
MATERIAL TYPE
5 CONNECT PIPE TO EX. MANHOLE USING KOR-N—SEAL
BOOT; VERIFY INVERT ELEVATION PRIOR TO
CONSTRUCTION. CORE AND RECHANNEL EXIST
MANHOLE BASE AS NECESSARY
9 INSTALL TEE, REMOVE EXISTING LATERAL AND
4209 DOGWOOD AVE REPLACE WITH 4" PVC PIPE FROM REHABILITATED
SEWER MAIN TO RICHT-OF—WAY LINE, PER COT STD
- i . ViA DWGS 520 AND 590 ON SHEET DOZ. INSTALL
SSWH-4051, EXIST. 0 o ) ) SANITARY SEWER CLEANOUT AT RIGHT-OF-WAY UINE
STA. 233+25.70, 0.00R ) SATARY. SINES Ueln L 3 PER DETAIL 500 ON SHEET D02 AND CONNECT TO
B i : EXIST LATERAL.
T 5 10 INSTALL TEE AND CONNECT EX. SEWER LATERAL TO
MAGE" A REHABILITATED SEWER MAIN PER COT STD DWG 520
ON SHEET D02
12 SAWCUT EXISTING ASPHALT PAVEMENT FOR TRENCHING
AND RESTORATION, RESURFACE PER COT STD DWG
5 BV SUTNG £ 436 600 ON SHEET DD2.
we 798 705 MEADOW AVE 4205 DOGWOOD AVE 4207 DOGWOOD AVE 17 RESURFACE DISTURBED LANDSCAPE AND/OR
. - . HARDSCAPE FEATURES TO MATCH EXISTING
CONDITIONS, SEE COT STD DWG 590 ON SHEET D02
FOR LANDSCAPE BACKFILL REQUIREMENTS OUTSIDE
OF THE RIGHT—OF —WAY,
18 EXISTING STRUCTURE TO REMAIN. CONTRACTOR TO
REMOVE, PROTECT, AND REPLACE STRUCTURE AS
REQUIRED FOR INSTALLATION OF SANITARY SEWER
IMPROVEMENTS.
19 EXISTING UTILITY TO REMAIN. CONTRACTOR TO
PROTECT AND SUPPORT DURING CONSTRUCTION
PLAN 24 REPLACE EXISTING MANHOLE WITH NEW SANITARY
MANHOLE PER COT STD DWG 010 ON SHEET DO1.
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DOGWOOD AVE. STA 233+00 - STA 236+00

SANITARY SEWER PLAN AND PROFILE
CITY OF TILLAMOOK, TILLAMOOK COUNTY, OR
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_STA, 233+25.70 STA. 23548542
|| AM=40.03 } } | RiM=41.61
IE=35.27 (8" PVC IN E) |E=36.19 /(12" CONC. EXIST. IN E) e
IE=35.17 (127 CONC. EXIST. IN S} EXISTING GROUND AT PIPE CL E=36.24 (8" PVC QUT W) ¥ DATE  DESCRIPTION

IE=34.69 (87 PVC OUT W)

40 - e ——— e T — i ———d_— S| S S samm——— R — = e e —— B i
\ 18" EX. CONC (io) (10) (10) () @9 (9) (9
1 STORM CROSSING
H»/ E = 36.36 ==
f} L T Y ¥ Y L . — L
|-G !_ ) 0.0037 FT/FT, 260 LF }
|35 8" e
u REVEONS
" : bar e
127 EX. CONC 1 1 16
STORM CROSSING E z E'Iﬁ m§ Havoee
E= 32 il FE
30 : f wig El? l;;-' £ 3o TBK KJB
b =2 = DRAWN BY CHECKED BY
£ = N Fe] ol ANAL
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NOTES:

1. ALL PRE-CAST WAMMOLE SECTIONS SHALL CONFORN TO L

LOCATE FRAME AND CCWER
OVER LEDGE OF AT LEAST

127 IN WDTH

MAXIMUM 27" FROM

TOP OF FIRST STEP
70 TOP OF CASTING

REQUREHENTS B ASTH (- 478
2 ACE CORCRETE SeALL MAVE & 28 DAY
4"

WTH PHE FORMED GASKETS

SUCH AS KENT=SEAL NO. 2. IMI—IIIO‘, CH _AM_APPROVED
0

> ox

~

MANHOUE WALL BE]

55-500210

FOUAL COMIORMNG AL SPEQFCATION
. ALL PIPE CONNICTONS TO MANHDLE SHALL Bif WATERTIGHT.
PIPE CONNECTIONS OF
IANHOL

24 OR GREATER SHALL REQUIRE A

E AND CHANNEL DETAIL

PIPE CONNEC“ONS OF FOUR OR MORE MAINLINES SHALL
REQUIRE A WANHOLE

CONNECTION AND CHANNEL DETAIL.

PROVIDE A MINIMUM OF B” OF INTACT (UNDISTURBED)
TWEEN PIPE BREAKOUTS AS MEASURED

ON THE INSIDE FACE OF THE MANHOLE.
B. BREAKOUT OF WALL FOR PIPE SHALL BE 2° WINIMUM AND
4" MAXIMUM CLEAR OF PIPE WALL.

THIS DETALL UMITED TO MAXIMUM INTERIOR DROP OF 247

FOR SANITARY CONNECTION AND 48" FOR STORM
CONNECTION,

0. WATERTIGHT/TAMPER PROOF MANHOLE FRAME AND

COVER SHALL BE USED IN ALL EASEMENT AND OFF
STREET AREAS.

SEL DRAWNG WO 030
ot P COMMECTIONS A"

SMOOTH NiEEH CHANNEL TO

3/0 VERTICAL HEIGHT OF PIPE

12" MINMUM OF 30" COMPACTED ™4

ASE UATERIAL

TANOARD TRAME AMD COVIR 0%
WATUHNCHT FRAME AND COVER.

ORAWING ND, 118-EA/51
R NO, 120
/: FRANE IN NON-SHRINK
M/ AT

l i oY (2 4 OR 6"
bty umuw ‘r
[ ;
g W STAHUARD ECCENTRIC
: : 35° CONE
= Tk
koo Il
BN .
& MANHOLE STEPS SEE |
kdy DRAWNG RO 100° || wasioir sEcTIo
L L e (VARIADLE 1'—4')
2 ! -
i ;
H
2 M=
3 [* —e =—E MNINUM
==y [~
=
L -
ey MeMIN 22" (IO
4 REOUIED) -
i 2" WN. TROM TOF OF
; AT SUGEE TP Ll pipe To MANHOLE
B SECTION
g é d
=

¥ 8" |whisnns CONCRETE

Cityof Fillamool

STANDARD MANHOLE

NOTES:

ALL PRE—-CAST MANHOLE SECTIONS SHALL
CONFORM TO THE REQUIREMENTS OF ASTM
C—478 AND APPLICABLE PROVISIONS OF
STANDARD DRAWING NO, 010

]

INSTALL PIPE WITH FSFF JOMNT 't OUTSIDE
OF MANHOLE WALL

'\-f[ =
RN SALRET 5" MM -] ':I..._ o
. e
PIPE sg‘
SANDED 1L T
FITTING [-]-
Mt
PVC_SANDED BELL 2 n
00
= 6 N
KOR-5-BAMD o b
STAINLESS

STEEL IhANE NEM ~SSNNING GROUT
FOR CONGRETE PIPE COSTHUT s
\ AN DATLF B LD

i L e
COMMTIED BASE ROCX

INTERCEPT
PiPE

FLEXIELE
CONNEC Toi

KOR—N—SEAL BOOT

DRAWING NO. 010 REVISED 10-2014

PRECAST CONCRETE
MANHOLE BASE

City of Fillamgols A

AT i

-~ I\NMW rillh’d:- inr-n

NOTES:

1 DROP BOWL AS MANUFACTURED BY N MARHIOLE BPECIFICATONS
RELINER-DURAN INC. OR APPROVED EQUAL SLE: 57 ANCARD DRARING KO 513

Z DROP BOWL TO BE SIZED PER MANUFACTURER'S
RECOMMENDATIONS (INFORMATION AVAILABLE ©
RELINER COM) OR AS REQUIRED BY OR CITY. >

3 PIPE_AND FITTING FOR DROP ASSEMBLY SHALL BE
DUCTILE IRON ANSI A21.50-—1, AWWA C150-1,
AWWA C—900 OR PVC ASTM 3034 SDR 35

4 STAINLESS ADJUSTABLE PIPE BRACKETS AS
MANUFACTURED BY REUNER-DURAN INC OR
APPROVED ECGUAL,

(INFORMATION AVAILABLE @ RELINER COM) —_—

Jr e

5 NO MORE THAN ONE GROP BOWL PER MANHOLE
WITHOUT WRITTEN APPROVAL BY CITY. = [POE TYFE:
SUE AND
copETIon

6 WRITTEN APPROVAL BY CITY IS REQUIRED MOR 0 FEA
DROP BOM. INSTALLATION ON PIPELINES WTH A

SLOPE OF 5% OR GREATER

A
AFFRGVED

A ERTIGHT SEAL

PIRTLEMGTH e
£5 RFQUIREN

B ST B

e

DRAWING NO. 020 REVISED 10-2014

1-1/8"

NOTES:

1 AL STEFS DAL CORFCRW 10 THE
REQUHEMEMTS OF ASTH C—a7R

2 MAMHOLE STEPS WY BE TGHT aaa
FrRLY (VIEDOED.

3 ALL STEPS WTHIN A MANHOLE SHALL
;F.ZEO" THE SAME DESICN, TYPE, AND

—tp—

-3

w

C

4

COPOLYMER POLYPROPYLENE PLASTIC

GALVANIZED

#6 (3/47 DIA) GALVANIZED DEFORMED REINFORCING 3AR
REINFORCING BAR CONFORMING WITH ASTM A—615 GRADE 40

1/27 CRADE 60 REINFORCEMINT

- 8-5/8"

GALVANIZED CONFORMING WITH ASTM A—123
PLASTIC:

MUST CONFORM WITH ASTM C—478
STEEL REINFORCING BAR MINIMUM 1/2° GRADE 60

MEETING REQUIREMENTS OF ASTM A&15 ENCAPSULATED
WHTH INJECTION MOLDED COPOLYWER POLYPROPYLENE

WiTH SERRATED SURFACES.

¢6 3/4" GALVANIZED AR '\@

MATERIALS

1

3-3/8" FOR
PLASTIC SATETY BITP

r

4" FOR GALVANIZED STEP

Ll

INSIDE DROP MANHOLE
WITH BOWL

DRAWING NO. 090

REWVISED 10-2014

¢l

A
JF

of'l lllamo()lm'

MANHOLE STEP

PRE CA5T %" CONICAL
HOLES (¥} SANITARY
COVER 04,

SANITARY

i 434" |

w
£ ¢
=
i i '
1t o ' ]
¥ 1
> |
Ll -
s FTs !
-1 7
I 1
n"
I

NOTES:

1. SUBURBAN TYPE NOT FOR USE IN TRAFFIC AREAS OF COLLECTOR AND ARTERIAL STREETS
2. COVER AND FRAME SHALL BE GRAY CAST IRON ASTM A-48 CLASS 30

3. COVER AND FRAME TO BE MACHINED TO A TRUE BEARING ALL AROUND.

4, NOTCH UD FOR UFTING HOOK

B SEE STANDARD DRAWING NO. 320 FOR
FRAME AND COVER
Fi e ey
.
. ~ P
SR
" il M| all A
s o
) al
b = of ‘-‘“‘y——w
(ax ] dust
&
.
-
.
4 -
. -
At .
RECESSED CURB INLETS
FPLAN VIEW 75 BE RENFORCED
< CONCRETE INSTALLED IN
ACCORDANCE WTH
= /‘wna DRAVING NO. 310
| = | PAVEMENT
. - . .
% a - - 0 .
'l . = 4
l wl T |
—— 3 e
— 1 HOLES
.
N
"o -
B
b w | & o8 pousm
. i o i o
. 5 Wiy
/ HINEGROEVENT
it T FOR FAEGAZT
. -
. L e
ar

ORAWING NO. 100 REVISED 10-2014

SUBURBAN AND STANDARD
MANHOLE FRAME AND COVER
SANITARY

yof Tillamook =

28"
SECTION A—A SECTION B-B
HOTES:

1. CATCH BASIH SHALL BE CONSTRUCTED IN ACCORDANCE WITH ASTM C-478
2. INSTALL STEPS WHEN DISTANCE FROM TOP OF GRATE TO FLOW LINE CF PiPE IS GREAIER THAN 48", SEE STANDARD
ORAWNG NO 100 SET FIRST STEP 12° FROM TOP OF GRATE.

3. INSIALL STRUCTURE ON WININUM OF 8" OF %°-0" COMPACTED BASE MATERIAL

4 EE:I;\;ORCE;!TE#T FD‘R PRE CAST CATCH BASIN SHALL BE REBAR MEETING ASTM A-615 GRADE 60 OR WELDED WIRE

5 ALL POURED IN PLACE CONCRETE SHALL HAVE A 28 DAY STRENGTH OF 3000 P.S1 AND A SLUMP OF 27 TO 4°

6. CHANNEL RECUIRED lN FLDW THROUGH APPLICATIONS, AS APPROVED. ALL OTHER APPLICATIONS REQUIRE AN 18° SUMP
BELOW LOWEST FPE |

7 Full CURB EXPDSEURE REDUINED CANNOT BE LOCATED N SIDEWALK RAMPS OR RAMP WNGS

DRAWING NO. 110 REVISED 10-2014

GUTTER AND CURB

Cityol’ ]‘illumg)pl\'.., INLET E‘C‘“GFEZH E

DRAWING NO. J00 REWVISED 10-2014

™

CALL 48 HOURS
BEFORE YOU DIG

1-800—-424-5555
"It's the Low"

Otak
AN

Otak, Inc.

808 SW Third Avenue, Ste. 300
Portland, OR 97204

503. 287. 6825

www otak com

City ol Tillamook .,

CONSULTANT

| & | EASTSIDE REDUCTION PROJECT

DETAILS
CITY OF TILLAMOOK, TILLAMOOK COUNTY, OR

CITY STANDARD DETAILS

.
m

DATE DESCAIFTION

REVISIONS

NAVD88
DATUM

TBK KJB
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FINAL
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DATE
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STAKDARD GAST IRON L PELRLS e gy

LIANEAEY MANHOLE
CRAI MG

FINISH CHADL

HANREGHT PIPE PLUG
W SIS

PEOWCE 3/47-0 FOR A
NINIMUM OF 6° ARCUND
CLEANGUT

j IR, AP e
: b T
CONCRETE ENCASED \
BOTTCM OF WYE
A7470

wdic FOR PLAST PIPE
NOTE:
1. CONCRETE EMCASE ENTIRE WYE SECTION AND 45° BEND IF CONCRETE PIPE

2 STAND PIPE TO BE SAME SIZE AS MAINLINE UP TO AND INCLUDING 87 PIPE
MAINLINE GREATER THAN B" SHALL HAVE A 8" STANDPIPE

City ol l‘ill‘aln*;]()()];‘nq, STANDARD CLEANOUT

3/4° SOUARE
A A 8 i B
aio
‘[ Aj 5
opv | =on
fgov |
oo
2]
)
=
L
L
1
SECTIC
NOTES:

X% ALLEN HEAD BOLTS

1" LONG RECESSED

ALL PERMANENT GLEANQUTS
70 HAVE BOLT DOWN COVERS.
MAIERIAL SHALL 3E GRAY
CAST-IRON, ASTN A-46,
CLASS 30

w o~

DETAIL

DRAWING NO. S00 REVISED 10-2014

City ()!('l‘iilhlﬂt)()l;@

CLEANOUT FRAME

AND COVER

PLAN

PROPINTY 28 o0 \
ULITY EASEMENT N

SECURE 2X4 N PLACE ———|
AGAINST PLUG W/ BACKFILL
TO PREVENT PLUG BLOWOFF

PIPE SIZE AS S EdiE)

S04 OR SAMTARY
W AN

NOTES:
|, FOR WEW CORSTRUCTION AL SOF Wi Anl SIS ST0RW PRTLINE
CONPEC 0N 10 B AN 137 MAINS SHALL T WITH FACTORY
FAERCATED "FIL™ ATTINGS UNLESS OTHERWISE APPROVED
TP MATIRAL AL BE OKE OF THD FOLLOWNG
A OV ATV 300, A5 TM 5= 600
3. CONCALTL ASTW C-14 O]
©. DUCTILE WM CLATS=30
S10H CNLY
3. A-IO00 PAC AGTM IO
L PV IH VELTNG ASTW O 1784
Fo PP WILTING ALSHTO M252
AL AL BE COLGA o
<CRIEH FONTANTARY SIOE SEWERY

W
z

1-_;"--‘
—_—

WL FON STORU S0E FIPTLINGS i
£ F
A - FOAT; TOFAL LENGTH OF 2X4 TN E
' o LOT i AS SHOWN ON APPROVED SET OF PLANS wwsy Al WAL [ =
i 2%4 k\_-wauqcs 10 FACE STREET TAPE <
N Lorg -
"
e COLOR COGE AUTEALL >
fmun--'.mlmr) \ s
= (WHITE—STORM) &
LABEL MAGNETIC TAPE WATH BLACK LETTERING g
SANITARY: "CAUTION SEWER BURIED BELOW.
STORM: "CAUTION STORM DRAN BURIED BELOW."
FLAGE 18 ABOVE TOP OF PIPE AND AGAMNST 2X4 5

PLUG

1

MINIMUM SLOPE FOR
6 PIPE = €010
47 PIPE = 0020

3/47-0 PIPE 20NE
MATERIAL AS SPECIFIED

SUPPORT TEE WTH
BEDDING GRAVEL,

MIKIMUM 2'07 WDE ELEVATION

DRAWING NO. 510

REVISED 10-2G14

CLASS "B” CLASS "A”

WOUND EXCESS NATIVE MATERIAL
QVER TRENCH TO ALLOW
FOR SETTUEMENT

== SURFACE RESTORATION
/ AS SPLCOFICD

P T,

ptln o,

D

e L

S—?ﬁi‘ﬁ&ﬁ?&%@ﬁ}//
b

0% COMPACTION

= a * —= " inosTureeo
EARTH
UNDISTURBED “Raca courncron NATIVE -
LW ADCE MATERIAL S
EonTy IMAL—
o | 3/ 5 g
VARIES R i

3400 AIEHET 1/2 PIFE
0.0, FLUS &7

- TRINGH STAALATIN,
- " (F RECUIRED, TRENCH STABIUZATION
1/2 PIPE 0.0. PLUS 47 MIN. FOR PIPE SMALLER THAN 18 L A
172 PIPE 0.0, PLUS 6* MIN. FOR PIPZ 18" AND LARGER o PLACED PRIOR. T0 PLACENENT

AN
= OF BEDDING MATERIAL

NOTE:
ALL COMPACTTION REQUIREMENTS PER
AASHTO T-B9 AND ODOT/APWA SPEC 00405

I . SIDE SEWER / SIDE STORM
city of Tillamoolk E PIPELINE

DRAWING NO. 520 REVISED 10-2014

TRENCH BACKFILL

City of Tillamook g ' DETAILS

FAOK ALl EONCIED MATDV AL
PATCH AC TO GREATEH OF 3°
THICKNESS OR ENITING

(2N

BARCUT K &

WLHNG AC

AT O o
o0 8 00 et SRl
Uao 00 O cqoolg
2

o
EXISTING %
BASE HOCK Q

(3] 3/4° -0
a q,o o% dial CRUSHED ROCK
ODD

// PIPE ZONE

/ BEDD NG
i

NOTE:
I TEE CUT T2 BE DONS AFTER EXCAVATION AND BACKFILL OF TRENCH.
2 SEE DRAMNG NO 590 FOR BEDOING, PIPE ZONE, AND TRENCH BACKALL

&
| - g ﬁg@
24"
1. _PROPERTY LINE
LATH ON W.—/
SIDEWALK LINE AT PUE.
SEE NOTE 1.
~ PROPERTY CORNER,
SEE NOTES 2 AND 4.
PROPERTY LINE AND

WATER MAIN
FWAYS LINE

RIGHT

LOT NUMBERS MARKED l_ PUBLIC UTILITY
ON FACE OF CURB. PLAN EASEMENT
SEE NOTE 1. —

ELEVATION
r METER BOX AND SERVICE PER CURRENT
INSTALLATION BY CITY | PLUMBING CODE

LA z
1 L |
CURB STOP—
\
METER

NOTES;

1, DEVELOPER'S SURVEYOR SHALL SET A LATH AT THE INTERSECTION OF THE PROPERTY
LINE AND THE PUBLIC UTILITY EASEMENT. DEVELOPER'S SURVEYOR SHALL ALSO MARK
THE PROPERTY LINE AND LOT NUMBERS ON THE FACE OF CURB WITH WHITE PAINT.

17 TYPE "K" SOFT
COPPER TUBING

2. IF PROPERTY CORNER MONUMENTS HAVE NOT BEEN SET AT THE TIME OF WATER
SERVICE INSTALLATION, THE DEVELOPER'S SURVEYOR SHALL SET A LATH AT THE
PROPERTY CORNER LOCATION ON THE RIGHT—OF—~WAY LINE.

3. IF NO P.UE, LOCATE METER BOX ADJACENT TC SIDEWALK
4. ORS 92.044(7) PROHIBITS LOCATING ANY UTILITY INFRASTRUCTURE WITHIN 1 FOOT OF

A SURVEY MONUMENT, DEVELOPER SHALL PAY FOR ANY RELOCATION OF SERVICES
AND/OR METER BOXES FOUND TO FALL WITHIN | FOOT OF A SURVEY MONUMENT

DRAMNG NO 590 REVISED 10-2014

City ol Fillamaook E

T-CUT

ASPHALT DETAILS

DRAWING NO. 600

REVISED 10-2014

SINGLE WATER SERVICE
TYPICAL INSTALLATION
WITH CURBTIGHT SIDEWALK

LOCATION.

Cityol Tillamool

DRAWING NO. 007—WA REVISED 12-2012

CALL 48 HOURS
BEFORE YOU DIG

1-800-424-5555

"It's the Law”

Otak
i

Otak, Inc.

808 SW Third Avenue, Ste. 300
Porlland, OR 97204

503 2876825

www otak com

STAMP

Sty ol Tillamook i

CONSULTANT

| & | EASTSIDE REDUCTION PROJECT

DETAILS
CITY OF TILLAMOOK, TILLAMOOK COUNTY, OR

CITY STANDARD DETAILS

=1
=
2
m

=
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DATE
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y Score Width Within Driveway
g7 AT 1
= t
NN 1
ety
| )
: [ 8 | | e
—1 I | (|
| ed
} | See Table 1
307 Irl:JTin i3 Fur!
PLAN B
SIDEWALK AWAY FROM CURB E
3
Curb Joint iz i
50" Typ. 'E
Max, Lip = 374" gzﬁfnslope :’m
o
Streat |i
]

4" Of 3/4" Minus
SECTION A-A

Vertical curb preferred. see
(2020-ST & 2030-5T).

See 2010-5T for mountable curb and
gutter if warranted.

NOTE: RESIDENTIAL DRIVEWAYS

1) Concrete Shail Be Oregon Standard Commercial
Grade Concrele (3,000 psi),

DRIVEWAY WIDTH TABLE
2) Curb Joints Shall Be Troweled With A Minimum 1/2"
LAND USE DM;]'\\‘/IQVLVTY MAXIMUM Radius Along Back Of Curb
WIDTH DRIVEWAY WIDTH .
3) Expansion Jaints Shall Be 1/2° Premolced Asphalt
See Code of Ord Impregnated Material Or Equal, Extending From
155.022 Detail on 10 Feet 24 Feet Subgrade To Finsh Grade

Diiveway Spacing

4) Contraction Joint Spacing Shall Be A Max. OF 10",

a . e RESIDENTIAL DRIVEWAY
City'of Tillamook 4 (WITH PLANTER STRIP)

Score Sidewalk Width Within Driveway

AT _J_ ot

5.0

Property Lin -

)
T |

5

Varies, Min. 4'

Lim
vanny

|
| L1

A=

— 1

____ SocTable ___I
(g For Widihe 50"

PLAN
SIDEWALK AWAY FROM CURB (Preferred)

Curb Joint
urb Jo Sidewalk 2
5'-0" Typ. j
v W Max Slope :;
ax Lip = . 2.0% |
—

~ 4" Of 3/4" Minus

——Deformed #3 Rebar At 12" Each Way.
Place 37 Clear OF Aggregate,
Tie All Bars,

SECTION A-A

NOTE: COMMERCIAL DRIVEWAYS

NOTE: Vertical Curb preferred.

See 2020-ST & 2030-5T, also

2010-5T for mountable curb and gutter

if warranted 2) Curb Jolnt Shall Be Troweled With A Minimum
1/2" Radius Along Back OF Curb

1) Concrete Shall Be Oregon Standard Commercial
Grade Concrete {3,000 psi)

3) Expansion Joints Snall Be 1/2" Premolded Asphalt
Impregnated Material Or Equal Extending From
Subgrade To Finsh Grade

4) Contraztion Joint Spacing 5hall Be A Max. Of 10

DRAWING ND. 1020-51 AEVSED 12-2014 |

COMMERCIAL DRIVEWAY
(WITH PLANTER STRIP)

City of Tillame

B .
“—l ya Property Line

ag | I
|_°.‘a
| ,m> X Varies
@
1] §s2, | B! o
£in ¥
1 I 1 S |
| =
| | 1 |
" See Tabl
5" Min. For Widths 5 Min,
Min, 12'
PLAN

SIDEWALK NEXT TO CURB

Material May vary
Ta Match Existing

’ Driveway, But Must %
Curb Jaint Sidewalk Be Hard Surfaced I
X : 50" T To R/W Line |§
Max. Lip = /4 Max Sl;se L H

2.0%
Street

L 4 0r 374+ Minus
SECTION B-B

NOTE: RESIDENTIAL DRIVEWAYS

1) Congrete Shall Be Oregon Standard Commercial
DRIVEWAY WIDTH TABLE Grade Concrete (3,000 psi).
o use | omrvewa) MAXIMUM 2) Curb Joints Shall Be Troweled With A Minimum 1/2*
DRIVEWAY WIDTH Radivs Along Bak OF Curb,
WIDTH
5ee Code of Ord 3) Expansion Joints Shall Be 1/2° Premolded Asphalt
1 2 D 1 . "
fovgflav ;:'Lﬁ; Ojficet &dleet Impregnaled Material Or Equal, Extending From

Subgrade To Finsh Grade
4) Contraction Joint Spacing Shall Be A Max. OF 10°

5) 15" Minimum Separalion Between Driveways

RESIDENTIAL DRIVEWAY
(CURBTIGHT SIDEWALK)

Citv ol Tillamook %

I NO.1040-51 REVSED 12-2014
5 Min, i I_ & 4‘ Face O S Face Of Curb  —=| 51 1/2" =
—_—
Concrete Walk —? Street Width
| Tt —— Road Surface
See Note 5 —.f
See Note 5 - -
ik M 6" Normal Exposure See Note 6 f
_R_oa_g_ = " Syrface Of Pvmt, 5'
W S g — — s o 1-1/2" max. l
=47 OF 3/4-0" Crushed Rock 5
° .t 16" Min.
Sterilize And Compact Subgrade i
SIDEWALK AWAY FROM CURB .,
1A= — .
) 5 Min, At
Concrete Walk — : : —l Aggy Base Caurse Not: ]
otes:
. ' p— 9" Base Course
Curb Jofnt = i IRt S g 1. For Design Speeds Greater Than 40 M.P.H.,
- Notes: The Emergency Mountable Curb, Drawing No, 2020-ST, Shall Be Used.
il
- 1. Concrete Shall Be Oregon Standard _ o N d 2. Concrete Shall Be Oregon Standard Saweut . Saweul
Cummeraalgrade Concrete (3,000 psi). 8 - LLE Commercial Grade Cancrete (3,000 psl), 18 17—
4" Of 3/4"-0" Crushed Rock A. Broom Finish A, Broom Finish
T
2. Expansion Joints, > 3. Expansion Joints,
Sterllize And Compact Subgrade R o e \‘ / //W /:, ( 5 F%’o BT \ / ////I(')// // (
1) At Each Cold Joint. / /7/ //'/ |> 1) At Each Cold Joint. ; /7 /;/l // >
SIDEWALK ADJACENT TO CURB 2) At Each End Of Driveways. p + > 2 =1t 2; At Each End Of Driveways. . s -
Notes: 3) At Each Slde Of Inlet Structures. 3) At Each Sido OF Injet Structures. DETAIL _ A

L. Concrete Shall Be Oregon Standard Commeraai Grade Concrete (3,000 psi)

2. Panel Dimensions Ta Be Nominal § Feet Or As Directed By Enginear. Perimeters OF Each Panel Snall Be Trowel Finished (shined},
Al' Panels Shall Have A Braom Fin:sh. Panels shall be scored in 2°, 2.25' or 2.5' squares.

3. Expansion Joints To Be Placed Adjacenl To Drveway Approaches, Utility Vaults,
Drainage Inlels, Sidewalk Ramps, Curb Joints And At Spacing Not To Exceed 200 Feet

s

Sidevia'k Edges Shall Be Troweled With A Minimum 1/2" Radius.

vt

Sidewalk Shall Have A Mimimum Thickness Of 6 1nches {See Structural Sections In Standard Drawings 1020-ST And 1030-ST) If
Mountable Curb is Used, Or [f Sidewalk 1s Intended As Portion Of Driveway Othenwise Sidewalk Shall Have Minimum Thickness
Ot 4 Inches,

4) At Each Point Of Tangency Of The Curb, DETAI L - A
5) At Locatlons Necessary To Limit Spacing To 200 Feet.
B, Material To Be Pre-Molded, Asphalt Impregnated, Non-Extruding,

With A Thickness of 1/2 Inch.

3, Contraction Joints,
A. Spacing To Be Not More Than 10 Feet.
B. The Depth Of The Joint Shall Be At Least 1/3 Depth Of Concrete.
C. Weepholes To Be Centered With Contraction Joints,
D. Weepholes To Be Located As Close As Possible To Property Lines.

4. Base Rock To Be 1-1/2" - 0" Or 3/4" - 0" Compacted To 100% Of AASHTO
T-99 And Shall Be To Subgrade, Street Structure, Or 4" In Depth,
‘Whichever 1s Greater And Extend At Least 12" Behind The Curb.

5. Drainage Blockout

4] At Each Point Of Tangency Of The Curb.
5) At Locations Necessary To Limit Spacing To 200 Feat.

8. Material To Be Pre-Molded, Asphall Impregnated, Non-Extruding,
With A Thickness of 1/2 Inch,

4. Contraction Joints,
A. Spacing To Be Nat More Than 10 Feet.
B. The Depth OF The Jolnt Shall Be At Least 1/3 Depth Of Concrete.
C. Weepholes To Be Centered With Contraction Joints.
D. Weepholes To Be Located As Close As Possible To Property Lines,

5. Base Rock To Be 1-1/2" - 0" Or 3/4" - 0" Compacted To 100% OF AASHTO
T-99 And Shall Be To Subgrade, Street Structure, Or 4" In Depth,
Whichever Is Greater.

6. Drain Blockouts In Curbs Shall Be Extended To Back Of Sidewalk With 3* Dia. Plastic Pipe At 2% Slope. Construction Joint To Be n S5 5 . 6. Drainage Blodkout

Placed Over Pipe. A. 3" L.D. Plastic Pipe With Coupling. § A. 3" LD. Plastic Plpe With Coupling

B. Drainage Access Thru Existing Curb Shall Be Core Drilled Or Curb Saw 8. Drainage Access Thru Existing Curb Shall Be Core Drilled Or Curb Saw

7. At Each CG-30 And CG-48 Inlet Location, Place A L0 Ft. Long #4 Bar Centerec Between Back Of The [nlet Structure And Back Cut Vertically 18" Each Side Of Draln And Repoured To Full Depth Cut Vertically 18" Each Side Of Draln And Repoured To Full Depth

O Walk Install Joints And Rebar At Direction Of Enginesr. Of Curb (See Detail - A). OF Curb (See Detall - A).

— w', P.C. CONCRETE - Py ‘r VERTICAL CURB Cily E,T,” l‘rl VERTICAL CURB
~ 8 [ R ! ¢ A% Ml g y : ! “
Citv of Tillamook SIDEWALK DETAIL Cityof TiHlamook g EMERGENCY MOUNTABLE 1y oF Tilamook & NON—MOUNTABLE
J poiereliery th
DRAWING NC. 2110-ST REVISED 10-2014 DRAWING NO. 2020-ST REVISED 10-2014 DRAWING NO. 2030-ST REVISED 10-2014
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o~ Biofilter 8ag (Tvp.) — 4\
| Dhach dinan - i
diofilter bag
SECTION A-A PLAN
DITCH INLET CATCH BASIN
BIOFILTER BAGS - TYPE4
panr, woon wa, | (HO2, BAYG, BAOT BASIUNE SEPORT DATE January 2
NOTE: AN moterisl ol satomammg vhall b m aLCoraance wim
Ure rrent Urmges Basdaid Lmoflcadons
The selection and use of this
Note. Standard Drawing, while de- OREGON STANDARD DRAWINGS
¥ Stake biofilter bags with 2X2" wood stakes, amd usea signed in accordance with
r!;vinlmum‘ 2 menwf:-} ;. pe " » generally accepted engineer— INLETrYI}:()ETECTION
rive stakes & mmemiam of 6° into the ground am Ing principles and practl
= - g principles and pi fces,
Q hsh wiet the teplel SR is the sole responsibility of
> 2. Omit stakes when bags are placed on pavement surfice. the user and should not be
) ) used without a |
“ 3. Overtap ail bag foints 6™ Registered Professional En- |- =
gineer.
Effective Date: December 1, 2018 - May 31, 2019 RD1015
Georextile - Post (downsloge of geatextile) Past (downsiope of georextile)
€4
\ .
N\ Geotexnfe —, wralestie
i wro sewn 7 —7
in steeves)
Bury ' flap of fence with —,
3/4° min. rock, mevieal |
Compaittd nathe Backfill or —, soil, o approved equal
178" ey graded 267
aggregate (i specified)
420" Faistiag grovet
e —
geotextile
% NOTES,
g L. 1. e il e apreoued By the magleeed.
o < 2. Mg approwed foe ane stk sadiear
~ FRONT VIEW SECTION A-A Frrnc it wlfFe ST 48 Ut ecee.
E'_ SEDIMENT FENCE AND GEOTEXTILE BURY DETAIL - TYPE ] ALTERNATE SEDIMENT FENCE W/O TRENCHING - TYPE 2
2
2 TABLE |
NOTES: FENCE SPACING
FOR GENERAL APPLICATION
e i f3:se 2 2" wood frace posts TNSTALL PARALLEL ALGNG
e e 2l 2. Posts 10 be instalied on downhil | cowrdumsasiouoes |
i Angle ends of sediment o the post spacing overiap side of sediment fence geotextle. FERat MAXIMUM SPACING
fence to assure sediment e eozcion Position posts to prevent separation ON GRADE
is trapped from geotextite. Trada TR 200"
Fiow b id 7. Compatet diter (1o soevichr backfil 10% € Grade <15% 150
} } s 5000 oot ipbelf alche of fence. 15% ¢ Grade <20% 100*
4. Locate fence no claser than three feet 20% ¢ Grade <30% 50"
10 the to¢ of 2 stope. Ty T
5. Wing spacing shall comply with table 1
PLAN VIEW TERMINATION AT CORNER OR PROPERTY LINE
TABLE 2
T SPALING
w SedIment Fence with Geotextile elongation less than SO%
A ¥ Sedivent Tende wih Ceoterti'e corgaion S0% or marv
frae by Wi
BRI sadimant ;"MJ:'J :-w‘uﬁ Pt
Flow / [Erceliny scon s ? calc,so0r vo.__ AU, 6404, 5405 _ |  sasaumescronr oars __ November 2017 _
Slesves upsiope. NOTE: ;:l! e ;::' Ma::mfcm b:;a(:odl»a with
S e Eramiend S
] © 4| B x] 7Y The selection and use of this
Stondard Drawing, while de- OREGON STANDARD DRAWINGS
T = 4 T signed in accordance with
" 1 past spacing min- generally accepted engineer- SEDIMENT FENCE
= ing principles and pracilces,
S GEOTEXTILE WITH POST SLEEVES  TURNED ENDS CONNECTION POST SPACING OVERLAP CONNECTION 1-;”'5 safe ’;Si;'o"-;?”wz/;
o e user and should not 2018
& used without consulting 2
< GEOTEXTILE END CONNECTIONS Registered Professional En-
gineer.
Effoctive Date: December 1, 2018 - May 31, 2019 RD1040
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